
Jam MP A, Jam C1 A, Jam C2 A, Jam C3 A - paper cassette

Paper jam - MP tray
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If one or more optional Universal Cassette
Units are installed, repeat steps 1 and 2 to pull
out all paper cassettes.
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Make sure that the jammed papper is not left
deep inside the printer.
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If you have optional cassette units installed,
reinsert all the cassettes.
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Remove the paper from the MP tray and remove
the jammed paper from the MP tray. Open and
close the front cover to clear the message on the
LCD panel, then reload the paper. The printer
resumes printing from the page that jammed.

Laser Printer

Paper Jam Guide When the LCD panel displays the Jam XXX error message, choose the appropriate
description to clear the jammed paper.
For more information, see the Online Reference Guide.

w
Warnings must be followed
carefully to avoid bodily injure. c

Cautions must be observed to
avoid damage to your equipment.



Jam A - inside the printer (Cover A)
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Caution:
Be careful not to touch the fuser, which is
marked CAUTION HOT SURFACE, or the
surrounding areas. If the printer has been in
use, the fuser and the surrounding areas may
be very hot. You should also avoid touching
the transfer roller. Otherwise, printing
quality may deteriorate.
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Jam A B - inside the printer (Cover A or B)
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w
Warning:
Unless specifically instructed in
this guide, be careful not to touch
the fuser, which is marked
CAUTION HOT SURFACE, or
the surrounding areas. If the printer
has been in use, the fuser and the
surrounding areas may be very hot.
If you must touch one of these areas,
turn off the printer and wait 40
minutes to allow the heat to subside
before doing so.
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Jam DM - Duplex Unit Jam STK - Stacker
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If the paper jam error is not yet
cleared, remove the Duplex Unit
from the printer. Then check if
paper is jammed at the opening on
the rear side of the printer.
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