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Safety Instructions

Warnings, Cautions, and Notes

Warnings

must be followed carefully to avoid bodily injury.

n Cautions
must be observed to avoid damage to your equipment.

Notes
contain important information and useful tips on the operation of your printer.

Safety Instructions 9
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Chapter 1
Introduction

About Your Printer

Your printer has a built-in Ethernet interface and can connect anywhere on your network using
10Base-T or 100Base-TX. (On some models, 1000Base-T is also supported.) The built-in Ethernet
interface, which is called the network interface in this manual, automatically selects the correct
standard when it connects to a network. In addition, it supports and automatically selects the IEEE
802.2, IEEE 802.3, Ethernet II, and Ethernet SNAP network protocols.

Because the network interface supports multiple protocols and automatically detects protocols on
your network, you can print from Microsoft® Windows® and Apple® Macintosh® applications.

Use the Software CD-ROM to easily configure the network interface for use on the TCP/IP
network and install the printer driver. You can use the printer on the TCP/IP network at once.

If you want to configure the network interface for protocols such as TCP/IP, NetWare, NetBEUI,
AppleTalk®, IPP, and SNMP, use EpsonNet Config, the configuration utility provided with your
product, to quickly and easily configure the network interface to use those protocols.

Note:

(d The EpsonNet Config utility configures the network interface to work only with protocols that
exist on your network. This does not imply that you can use all of the above-mentioned protocols
on your network or operating system. The protocols that the network interface can use may vary
depending on the operating system and the network configuration.

[ Some printers do not support NetWare queue-based printing. See the manual shipped with your
printer for details.

About This Guide

This Network Guide contains information about using the network interface on a network. It
includes how to set up the network interface, install the configuration software, and modify
network settings of your printer and computers.

For information about your printer, see your User’s Guide.
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Note:
A To read the online guide, you must have Adobe Reader or Adobe Acrobat Reader installed on
your computer.

L  This guide is written for network administrators, and many of the steps included here require
detailed network knowledge and administrator rights.

d The term “network administrator” refers to the person responsible for maintaining the network.
“Administrator” is synonymous with “Supervisor” in this guide.

(d The term “network interface” refers to the built-in Ethernet interface of the printer in this guide.

(d Some screen shots in this guide may list a printer name other than your printer. This difference
does not alter the instructions.

L  The supported operating systems are different depending on the printer. See your printer’s User’s
Guide for the supported operating systems.

Operating Environment

The network interface supports the following environments.

For users of printers supporting NetWare queue-based printing

(0] Version Protocol

Windows Vista - TCP/IP (using LPR, Standard TCP/IP

Windows XP (Home, Professional) Port, or EpsonNet Print)

Windows Server 2008 IPP

Windows Server 2003

Windows 2000 (Professional,

Server)

Windows Me - TCP/IP (using EpsonNet Print)
IPP
NetBEUI

Windows 98 - TCP/IP (using EpsonNet Print)

Windows 98 SE NetBEUI

Introduction 11
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0os

Version

Protocol

Windows NT 4.0 with Service Pack
5 or higher

TCP/IP (using LPR or EpsonNet
Print)

NetBEUI

Macintosh

MacOS X 10.5

Bonjour

TCP/IP

Mac0OS X 104

Bonjour

TCP/IP

AppleTalk

Mac OS X 10.2.4 or later

Rendezvous

TCP/IP

AppleTalk

Mac OS X 10.2 or later

TCP/IP

AppleTalk

NetWare

3.x

Bindery mode

4 .x/IntranetWare

NDS mode

Bindery emulation mode

5.x/6.x

NDS Queue-based print system

NDPS

Note:

(d Only the Intel version of Windows NT is supported.

[ If you use the printer in a dial-up router environment, you must set an IP address for the printer.

Make sure the IP address is suitable for the segment; incorrect IP address may generate

unexpected dial-up.

Introduction
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For users of printers not supporting NetWare queue-based printing

(0 Version Protocol
Windows Vista - TCP/IP (using LPR, Standard TCP/IP
Windows XP (Home, Professional) Port, or EpsonNet Print)
Windows Server 2008 IPP
Windows Server 2003
Windows 2000 (Professional,
Server)
Windows Me - TCP/IP (using EpsonNet Print)
IPP
NetBEUI
Windows 98 - TCP/IP (using EpsonNet Print)
Windows 98 SE NetBEUI
Windows NT 4.0 with Service Pack - TCP/IP (using LPR or EpsonNet
5 or higher Print)
NetBEUI
Macintosh Mac OS X 10.5 Bonjour
TCP/IP
MacOS X 10.4 Bonjour
TCP/IP
AppleTalk
Mac OS X 10.2.4 or later Rendezvous
TCP/IP
AppleTalk
Mac OS X 10.2 or later TCP/IP
AppleTalk
NetWare 5.x/6.x NDPS
Note:

1 Only the Intel version of Windows NT is supported.
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[ If you use the printer in a dial-up router environment, you must set an IP address for the printer.
Make sure the IP address is suitable for the segment; incorrect IP address may generate

unexpected dial-up.

Inkjet printers/Large format inkjet printers

oS Version Protocol
Windows Vista - TCP/IP (using LPR, Standard TCP/IP
Windows XP (Home, Professional) Port, or EpsonNet Print)
Windows 2000 (Professional, IPP*
Server)
Macintosh Mac OS X 10.5 Bonjour
TCP/IP
Mac OS X 10.4 Bonjour
TCP/IP
AppleTalk*
Mac OS X 10.2.8 or later Rendezvous
TCP/IP
AppleTalk*

* |PP and AppleTalk are not supported on some models.

Features of the Network Interface

[ Connects your Epson printer using a built-in Ethernet interface, which is called the network
interface in this manual, to the network.

Supports DHCP.

IR AN N

Supports multiple protocols, such as TCP/IP, NetWare, NetBEUI, AppleTalk, and IPP.

Supports both 10Base-T and 100Base-TX. (On some models, 1000Base-T is also supported.)

Supports Automatic Private IP Addressing (APIPA) that assigns an IP address automatically to

the network interface even if there is no DHCP server on the network.

L

Supports the Dynamic DNS function.
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1 Supports SNMP and MIB.
d Supports SNTP (Simple Network Time Protocol).
(d Supports Rendezvous on Mac OS X 10.2.4 or later.

d Supports Bonjour on Mac OS X 10.4 or later.

Network Interface Operation

Status light
The indicator lights provide you with important information on the operations of the network
interface.
Laser printers
Status light Data light Network Status
Off Green Ready (10 M link)
Off Green (Flashing) Receiving packets (10 M link)
Orange Green Ready (100 M link)
Orange Green (Flashing) Receiving packets (100 M link)

Inkjet printers/Large format inkjet printers (Models that do not support 1000 Mbps

communication)
Status light Data light Network Status
Green Yellow Ready (10 M link)
Green Yellow (Flashing) Receiving packets (10 M link)
Red Yellow Ready (100 M link)
Red Yellow (Flashing) Receiving packets (100 M link)

Introduction
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Large format inkjet printers (Models that support 1000 Mbps communication)

Status light Data light Network Status

Red Yellow Ready (100 M link)

Red Yellow (Flashing) Receiving packets (100 M link)

Green Yellow Ready (1000 M link)

Green Yellow (Flashing) Receiving packets (1000 M link)
Network connector

RJ-45 connector: This connector is used to connect an Ethernet cable to a network. You can use
this cable for both 10Base-T and 100Base-TX. (On some models, 1000Base-T is also supported.)

Caution:
n You must use the following shielded twisted-pair cable to connect the network interface to a

network.

(A Category-5 or higher for the 10Base-T or 100Base-TX connection

(A Category-5e or higher for the 1000Base-T connection

About the Software

The software CD-ROM provided with your printer includes the following network software.

Note:

The software provided varies depending on your printer model.

(d EpsonNet Config for Windows is a Windows-based configuration utility for administrators
that allows you to configure the network interface for various protocols such as TCP/IP,
NetWare, MS Network, AppleTalk, IPP, and SNMP. See “EpsonNet Config for Windows” on

page 90.

(d EpsonNet Config for Macintosh is a Macintosh-based configuration utility for administrators
that allows you to configure the network interface for TCP/IP, AppleTalk, and IPP. See

“EpsonNet Config for Macintosh” on page 92.
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(d EpsonNet Config with Web Browser is a Web-based configuration utility that allows you to
configure the network interface for TCP/IP, NetWare, MS Network, AppleTalk, IPP, and
SNMP. See “EpsonNet Config with Web Browser” on page 94.

(d EpsonNet Print is a utility that enables TCP/IP printing for Windows. (Windows Vista/XP/
Server 2008/Server 2003/2000/NT 4.0 also support OS standard LPR printing.) See “EpsonNet
Print” on page 100.

(d Epson Firmware Updater is a wizard utility that allows you to update firmware for devices,
such as printers and network interface cards.
Visit the Epson Web site to acquire the latest version of the firmware.

Terms and Concepts

Configuration -- a prepared set of conditions for proper operation of a device. Configuring the
network interface is to prepare it to work with protocols available on a network.

DHCP -- a dynamic host configuration protocol. It is a protocol that assigns dynamic IP addresses
to devices on a network.

EtherTalk -- the communication protocol of AppleTalk governing Ethernet transmissions
ftp -- a TCP/IP application protocol for file transfer
lpd -- a TCP/IP remote printing protocol application

Print queue -- a location where a print job is stored as a file, until the network interface sends the
job to the assigned printer

Protocol -- a rule that controls how data or information is exchanged through a network.
Computers and software cannot communicate with each other using different protocols.

Remote printer -- a shared printer connected elsewhere on the network, but under the control of a
NetWare print server

TCP/IP -- Transmission Control Protocol/Internet Protocol, a layer of protocols that provides
communication between nodes on a network

SSL -- Secure Sockets Layer, a security protocol for transmitting data between a web server and a
browser

Introduction 17
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Chapter 2

How To

Overview

This section describes the general procedure on how to set up the network interface for use on a
network.

1. Check the network interface operation.

Check the functions and operations of the network interface, such as status lights and RJ-45
connector. See “Network Interface Operation” on page 15 for details.

2. Select a printing method.
Select a printing method appropriate for your network environment and operating system. If
you are not sure, see “Printing from Windows” on page 19 or “Printing from Macintosh” on
page 19 for details.

3. Install the necessary components on your computer.
Make sure the necessary components (such as TCP/IP, NetBEUI, etc.) are installed on the
computer, and network settings (such as IP address, subnet mask, etc.) of the computer is set.
See “About Installing Components on Your Computer” on page 22 for details.

4. Connect the network interface to the network.

Connect the network interface to the network. See “Connecting the Network Interface to the
Network” on page 35 for details.

5. Configure the network interface and install the printer driver.

See “Configuring the Network Interface (For Windows Users)” on page 36 or “Configuring
the Network Interface (For Macintosh Users)” on page 39 for details.

6. If necessary, configure the network settings of the network interface using EpsonNet Config.
Configure the network interface for TCP/IP, AppleTalk, MS Network, etc. using EpsonNet

Config. For Windows users, see “About EpsonNet Config” on page 90. For Macintosh users,
see “About EpsonNet Config” on page 92.

How To
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Selecting a Printing Method

Printing from Windows

Check if there is a Windows Vista/XP/Server 2008/Server 2003/2000/NT print server on your
network, and then use the suggestions below.

Note:
Only the recommended printing methods are introduced here. See “Features of the Printing
Methods” on page 20 for information on additional methods.

If no Windows Vista/XP/Server 2008/Server 2003/2000/NT print server exists

Use a printing method appropriate to your operating system:

d For Windows Me/98
We recommend TCP/IP printing via EpsonNet Print. See “About EpsonNet Print” on page
100.

(d For Windows Vista/XP/Server 2008/Server 2003/2000/NT
We recommend TCP/IP printing via LPR. See “Windows Vista/Server 2008” on page 44,
“Windows XP” on page 49, “Windows Server 2003” on page 57, “Windows 2000” on page
62, or “Windows NT 4.0” on page 68.

If a Windows Vista/XP/Server 2008/Server 2003/2000/NT print server exists

On the server, set the printer to connect with LPR and turn it into a shared printer. Your clients
can then print to this shared printer.

Printing from Macintosh

MacOS X 10.5

(d Bonjour

(d EPSON TCP/IP

MacOS X 10.4

(d Bonjour

HowTo 19
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(d EPSON TCP/IP
(d EPSON AppleTalk

Mac OS X 10.2.4 or later

(1 Rendezvous
(1 EPSON TCP/IP
(d EPSON AppleTalk

Mac OS X 10.2 or later
1 EPSON TCP/IP

(d EPSON AppleTalk

Features of the Printing Methods

This section describes features of the printing methods available for you to choose.
LPR (TCP/IP) printing

Advantages

(d No computer as a network interface is required.

d No special utility for Windows Vista/XP/Server 2008/Server 2003/2000/NT is required.
(d You can see the printer status using EPSON Status Monitor.
O

For Windows Vista/XP/Server 2008/Server 2003/2000/NT, you can create a print log using the
event viewer.

(4 You can print via a router.

Disadvantages
(d You need to set up TCP/IP.

(d For Windows Me/98, EpsonNet Print must be installed on all computers to use for printing.
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Internet printing

Advantages

(d No proxy server (computer) is required.

(d You can print to the printer over the Internet.

Disadvantages
[ EPSON Status Monitor cannot be used.

(d TCP/IP and DNS settings are required.

d For Windows Vista/XP/Server 2008/Server 2003/2000, you cannot share the Internet printer.
Microsoft Network Shared printing

Advantages

[ Easy to set up (IP address is not required if NetBEUI protocol is installed).
[ No computer as a network interface is required.

(d No special print utility is required.

Disadvantages
[d EPSON Status Monitor cannot be used.

[ You cannot print via a router.

[d It takes a longer time to start printing because more time is required to search for a network
printer.
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Installing Components on Your Computer

About Installing Components on Your Computer

Before configuring the network interface and printing from the computer, you need to install the
necessary components (such as TCP/IP, NetBEU]I, etc.) and assign an IP address and subnet mask
for your computer, depending on the printing method you want to use. See the section in this
chapter appropriate for your operating system.

Note:
A The Windows operating system CD-ROM may be required during the installation.

(A When using TCP/IP or IPP for printing, you need to set the IP address, the subnet mask, and the
default gateway of the computer.

Windows Vista/Server 2008

Use the following procedure to install the necessary components.

1. Click Start, click Control Panel, and then click View network status and tasks or
double-click Network and Sharing Center.

2. Click View Status, and then click the Properties button.

Note:
If the User Account Control screen appears, click the Continue button.
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3. Check if the following necessary components are in the list. If they are already installed, go to

4.

the next chapter.

Metworking

U Local Area Connection Properties (=3

Connect using:

K3
P
0

REER

ll:‘ Intel{R) PRO/1000 MT MNetwork Connection

This connection u

EQDS Packet Scheduler

.@ File and Printer Sharing for Microsoft Networks

i [ntemet Protocol Version & (TCP/IPvE)

i [mtemet Protocol Version 4 (TCP/1Pv4)

i Link-Layer Topology Discovery Mapper /0 Driver
i Link-Layer Topology Discovery Responder

[ instal..

] [ Uninstall ] [ Properties

Description

network.

Allows your computer to access resources on a Microsoft

oK ] [ Cancel

The following table lists the components required for configuring the network interface with

EpsonNet Config.

EpsonNet Config’s setting screens

Necessary components

TCP/IP, AppleTalk, IPP, SNMP (IP trap)

Internet Protocol (TCP/IP)

MS Network

Internet Protocol (TCP/IP)

The following table lists the components required for network printing.

Printing method

Necessary components

LPR or Internet printing

Internet Protocol (TCP/IP)

If the necessary components are not in the list, click Install to install them, as described below.

For LPR or Internet printing:

Internet Protocol (TCP/IP) is installed by default. You cannot add or delete it.
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5. For LPR or Internet printing:
Double-click Internet Protocol Version 4 (TCP/IPv4) on the Local Area Connection
Properties dialog box to open the Internet Protocols Version 4 (TCP/IPv4) Properties dialog

box. Set the IP address, the subnet mask, etc. and then click OK.

6. Restart the computer.

The necessary components are now installed. Go to the section “Connecting the Network Interface

to the Network” on page 35.

Windows XP

For Windows XP, use the following procedure to install the necessary components.

1. Click Start, highlight Control Panel, and then click Network and Internet Connections.
Select Network Connections.

2. Under LAN or High-Speed Internet, click the Local Area Connection icon.

3. Under Network Tasks, click Change settings of this connection.

4. Check if the following necessary components are in the list. If they are already installed, go to

the next chapter.

- Local Area Connection Properties

General | Authertication | Advanced

Connect using:

E8 3Com 3CI05Tx-based Ethemet Adapter [Generic)

Thiz connection uses the following iterns:
ST Microzoft Metworks

SFile and Printer Sharing for Microsoft Metworks

SQOS Packet Scheduler

T Intermet Protocol [TCPAP)

[ Inztall... ] [ Urinstall ] [ Froperties
Dezcription
Allows your computer to access resources on a Microzoft
network.

[ Show icon in notification area when connected

oK ] [ Cancel
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5.

7.

The following table lists the components required for configuring the network interface with
EpsonNet Config.

EpsonNet Config’s setting screens Necessary components
TCP/IP, AppleTalk, IPP, SNMP (IP trap) Internet Protocol (TCP/IP)
MS Network Internet Protocol (TCP/IP)
NetWare, SNMP (IPX trap)* Latest Novell Client downloaded from the Novell Web site

* Only for printers supporting NetWare queue-based printing

The following table lists the components required for network printing.

Printing method Necessary components
LPR or Internet printing Internet Protocol (TCP/IP)
Microsoft Network Shared printing TCP/IP or NetBEUI

Client for Microsoft Networks

Printing via NetWare server Latest Novell Client downloaded from the Novell Web site

If the necessary components are not in the list, click Install to install them, as described below.

For LPR or Internet printing:
Internet Protocol (TCP/IP) is installed by default. You cannot add or delete it.

For Microsoft Network Shared printing:
Select Client and then click Add. Select Client for Microsoft Networks and then click OK.

For printing via NetWare server:
Download the latest Novell Client from the Novell Web site and install it on the computer.
Also, be sure to install either IP or IPX. See the Novell Web site for detailed information.

For LPR, Internet, Microsoft Network Shared printing:

Double-click Internet Protocol (TCP/IP) on the Local Area Connection Properties dialog box
to open the Internet Protocols (TCP/IP) Properties dialog box. Set the IP address, the subnet
mask, etc. and then click OK.

Restart the computer.

The necessary components are now installed. Go to the section “Connecting the Network Interface
to the Network” on page 35.
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Windows Me/98

For Windows Me/98, use the following procedure to install the necessary components.
1. Click Start, point to Settings, and then select Control Panel.

2. Double-click the Network icon. Check if the following necessary components are in the list of
installed network components on the Configuration menu. If they are already installed, go to
the next chapter.

Network H

Configuration l Identification] Access Contml]

The following network components are installed:

B, Client for Microsoft Metworks
B, Clignt for Metw/are Networks
{3 ATKK. RE2000

i IP%/SP¥-compatible Pratocol
& MetBEUI

Add... | Bemove | PFroperties |

Frinnary Metwork. Logor:
|Elient for Microsoft Metworks ﬂ

File and Frint Sharing...

[ ezcription

TCPAP iz the protocol you use to connect ta the Internet and
wide-area networks.

()3 | Cancel |

The following table lists the components required for configuring the network interface with

EpsonNet Config.
EpsonNet Config’s setting screens Necessary components
TCP/IP, AppleTalk, IPP, SNMP (IP trap) TCP/IP
MS Network NetBEUI or TCP/IP
NetWare, SNMP (IPX trap)* Latest Novell Client downloaded from the Novell Web site

* Only for printers supporting NetWare queue-based printing
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Note for users of printers supporting NetWare queue-based printing:

Do not run Novell Client for Windows 95/98 version 3.00 and Novell Client for Windows NT
version 4.50 when using the following modes: NetWare 3.x/4.x Bindery Print Server mode,
NetWare 3.x Remote Printer mode, NetWare 4.x Bindery Remote Printer mode, and NetWare 4.x/
5.x NDS Remote Printer mode.

The following table lists the components required for network printing.

Printing method Necessary components
LPR or Internet printing TCP/IP
Microsoft Network Shared printing TCP/IP or NetBEUI

Client for Microsoft Networks

Printing via NetWare server Latest Novell Client downloaded from the Novell Web site

3. If the necessary components are not in the list, click Add to install them, as described below.

For LPR or Internet printing:
Select Protocol and then click Add. Select Microsoft from the Manufacturers list and TCP/IP
from the Network Protocols list. Then click OK.

For Microsoft Network Shared printing:

To use TCP/IP, see the description described earlier to install TCP/IP.

To use NetBEUI, select Protocol and then click Add. Select Microsoft from the
Manufacturers list and NetBEUI from the Network Protocols list. Then click OK.

Select Client and then click Add. Select Microsoft from the Manufacturers list and Client for
Microsoft Networks from the Network Clients list. Then click OK.

For printing via NetWare server:
Download the latest Novell Client from the Novell Web site and install it on the computer.
Also, be sure to install either IP or IPX. See the Novell Web site for detailed information.

4. For LPR, Internet, Microsoft Network Shared printing:
Double-click TCP/IP on the Configuration menu to open the TCP/IP Properties dialog box.
Set the IP address, the subnet mask, etc. and then click OK.

5. Restart the computer.

The necessary components are now installed. Go to the section “Connecting the Network Interface
to the Network” on page 35.
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Windows Server 2003
For Windows Server 2003, use the following procedure to install the necessary components.

1. Click Start, point to Control Panel, and then select Network Connections. Click Local
Area Connections.

2. Click the Properties button.

3. Check if the following necessary components are in the list. If they are already installed, go to
the next chapter.

-4 Local Area Connection Prope x|

General l Authentication ] Advanced ]

Connect uging:

B8 3Comn 3CO0RTH-based Ethemet Adapter (Generic]

LConfigure...

Thiz connection uses the following items:

| B Client for Microsoft Networks

@ Metwork Load Balancing
Ld @ File and Printer Sharing for Microsoft Metworks
¥| % Internet Protocol [TCRAP)

Install... |

Deszcription

™ Show icon in notification area when connected

oK | Canecel |

The following table lists the components required for configuring the network interface with

EpsonNet Config.
EpsonNet Config’s setting screens Necessary components
TCP/IP, AppleTalk, IPP, SNMP (IP trap) Internet Protocol (TCP/IP)
MS Network Internet Protocol (TCP/IP)
NetWare, SNMP (IPX trap)* Latest Novell Client downloaded from the Novell Web site

Only for printers supporting NetWare queue-based printing

The following table lists the components required for network printing.
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Printing method Necessary components
LPR or Internet printing Internet Protocol (TCP/IP)
Microsoft Network Shared printing TCP/IP or NetBEUI

Client for Microsoft Networks

Printing via NetWare server Latest Novell Client downloaded from the Novell Web site

4. If the necessary components are not in the list, click Install to install them, as described below.

For LPR or Internet printing:
Internet Protocol (TCP/IP) is installed by default. You cannot add or delete it.

For Microsoft Network Shared printing:
Select Client and then click Add. Select Client for Microsoft Networks and then click OK.

For printing via NetWare server:
Download the latest Novell Client from the Novell Web site and install it on the computer.
Also, be sure to install either IP or IPX. See the Novell Web site for detailed information.

5. For LPR, Internet, Microsoft Network Shared printing:
Double-click Internet Protocol (TCP/IP) on the Local Area Connection Properties dialog box
to open the Internet Protocols (TCP/IP) Properties dialog box. Set the IP address, the subnet
mask, etc. and then click OK.

6. Restart the computer.

The necessary components are now installed. Go to the section “Connecting the Network Interface
to the Network” on page 35.

Windows 2000

For Windows 2000, use the following procedure to install the necessary components.

1. Click Start, point to Settings, and then select Network and Dial-up Connections. The
Network and Dial-up Connections screen appears.

2. Right-click the desired network connection and then select Properties.
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the next chapter.

Local Area Connection Properties EH

General ]

Connect using:

|By NE2000 Compatible

LConfigure
MaC address: 08-00-17-05-D9-48

Components checked are uged by this connection:

v E Mwilink IP</SP/MetBIOS Compatible Transport Protod
¥ NetBEUI Pratocal

v H Intemet Pratocal (TCPAF)
4| [ B

Install... Uninstall | Froperties |

Description

Allovez pour computer to access rezources on a Microsoft
network.

™ Show icon in taskbar when connected

0. | Cancel |

3. Check if the following necessary components are in the list. If they are already installed, go to

The following table lists the components required for configuring the network interface with

EpsonNet Config.

EpsonNet Config’s setting screens

Necessary components

TCP/IP, AppleTalk, IPP, SNMP (IP trap)

Internet Protocol (TCP/IP)

MS Network

NetBEUI or Internet Protocol (TCP/IP)

NetWare, SNMP (IPX trap)*

Latest Novell Client downloaded from the Novell Web site

* Only for printers supporting NetWare queue-based printing

Note for users of printers supporting NetWare queue-based printing:

Do not run Novell Client for Windows 95/98 version 3.00 and Novell Client for Windows NT
version 4.50 when using the following modes: NetWare 3.x/4.x Bindery Print Server mode,
NetWare 3.x Remote Printer mode, Net Ware 4.x Bindery Remote Printer mode, and NetWare 4.x/

5.x NDS Remote Printer mode.

The following table lists the components required for network printing.

Printing method

Necessary components

LPR or Internet printing

Internet Protocol (TCP/IP)
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Printing method Necessary components

Microsoft Network Shared printing Internet Protocol (TCP/IP) or NetBEUI
Client for Microsoft Networks

Printing via NetWare server Latest Novell Client downloaded from the Novell Web site

4. If the necessary components are not in the list, click Install to install them, as described below.

For LPR or Internet printing:
Select Protocol and then click Add. In the Select Network Protocol dialog box, select Internet
Protocol (TCP/IP) and then click OK.

For Microsoft Network Shared printing:

To use Internet Protocol, see the description described earlier to install Internet Protocol (TCP/
IP).

To use NetBEUI, select Protocol and then click Add. Select NetBEUI Protocol and then click
OK.

Select Client and then click Add. Select Client for Microsoft Networks and then click OK.

For printing via NetWare server:

Download the latest Novell Client from the Novell Web site and install it on the computer.

Also, be sure to install either IP or IPX. See the Novell Web site for detailed information.
5. For LPR, Internet, Microsoft Network Shared printing:

Double-click Internet Protocol (TCP/IP) on the Configuration menu to open the TCP/IP

Properties dialog box. Set the IP address, the subnet mask, etc. and then click OK.

6. Restart the computer.

The necessary components are now installed. Go to the section “Connecting the Network Interface
to the Network” on page 35.

Windows NT 4.0

For Windows NT 4.0, use the following procedure to install the necessary components.
1. Click Start, point to Settings, and then select Control Panel.

2. Double-click the Network icon in the Control Panel.
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3. Check if the following necessary components are in the list. If they are already installed, go to
the next chapter.

Network
Identification] Services  Protocols ]Adapters] Bindings]

Metwork Protocols:

W MNetBEUI Pratocol
T NwLink IP%/SP Compatible Transpaort
W NwiLink NetBIOS

Add... Bemove FBroperties. ..

Description:

Transport Control Protocol/lnternet Protocaol. The default wide
area network, protocol that provides communication across
diverse interconnected nebworks.

Ok | Cancel |

The following table lists the components required for configuring the network interface with
EpsonNet Config.

EpsonNet Config’s setting screens Necessary components

TCP/IP, AppleTalk, IPP, SNMP (IP trap) TCP/IP

MS Network NetBEUI or TCP/IP

NetWare, SNMP (IPX trap)* Latest Novell Client downloaded from the Novell Web site

Only for printers supporting NetWare queue-based printing

Note for users of printers supporting NetWare queue-based printing:

Do not run Novell Client for Windows 95/98 version 3.00 and Novell Client for Windows NT
version 4.50 when using the following modes: NetWare 3.x/4.x Bindery Print Server mode,
NetWare 3.x Remote Printer mode, NetWare 4.x Bindery Remote Printer mode, and NetWare 4.x/
5.x NDS Remote Printer mode.

The following table lists the components required for network printing.
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4.

Printing method

Necessary components

LPR or Internet printing

Protocols menu: TCP/IP
Services menu: Microsoft TCP/IP Printing

Microsoft Network Shared printing

Protocols menu: TCP/IP or NetBEUI
Services menu: Workstation

Printing via NetWare server

Latest Novell Client downloaded from the Novell Web site

If the necessary components are not in the list, click Add to install them, as described below.

For LPR or Internet printing:

Select the Protocols tab and then click Add. Select TCP/IP from the list and then click OK. Set
the IP address, the subnet mask, etc. and then click OK.
Select the Services tab and then click Add. Select Microsoft TCP/IP Printing from the list

and then click OK.

For Microsoft Network Shared printing:

To use TCP/IP, see the description described earlier to install TCP/IP.
To use NetBEUI, select the Protocols tab and then click Add. Select NetBEUI from the list

and then click OK.

Select the Services tab and then click Add. Select Workstation from the list and then click

OK.
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For printing via NetWare server:
Download the latest Novell Client from the Novell Web site and install it on the computer.
Also, be sure to install either IP or IPX. See the Novell Web site for detailed information.

Metwork EHE
Identification Services l F'mtoc:ols] Adapters] Bindings]

Metwork Services:

Computer Browser
icrozoft TCPAP Printing
= NetBI0s Interface

™ RPC Configuration

= Server

= '/ ork station

Add... | Remove

Description:

Enables “Windows NT to print to TCPAP-connected printers or ta
printers that are physically attached to UMI- computers.

u]: | Cancel

5. Restart the computer.

The necessary components are now installed. Go to the section “Connecting the Network Interface
to the Network” on page 35.

Macintosh

To assign an IP address, subnet mask, etc. to your Macintosh, follow the steps below.

Note:

To print using the AppleTalk protocol and configure the network interface with EpsonNet Config for
Macintosh, select Ethernet or Built-in Ethernet on the AppleTalk Control Panel or the AppleTalk
tab. Then configure the network interface with EpsonNet Config for Macintosh.

Mac OS X

1. From the Apple menu, select System Preferences.

2. Open the Network control panel. Click the TCP/IP tab.
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Note:
For Mac OS X 10.5, select Ethernet as the connecting method on the Network control panel,
select the method to assign the IP address from the Configure menu, and then assign the IP address.
3. Select Built-in Ethernet from the Show pull down menu.
4. Assign an IP address and other settings if necessary.

5. Click the Apply Now button to save any changes.

Go to the section “Connecting the Network Interface to the Network” on page 35.

Setting Up the Network Interface

Connecting the Network Interface to the Network
Follow the instructions below to connect the network interface to the network.
1. Make sure that your printer is turned off.

2. Connect one end of the network cable to the RJ-45 connector on the network interface, and the
other end to the network.

Caution:
u A You must use a Category 5 shielded twisted-pair cable to connect the network interface
to prevent malfunction.

d Do not connect the network interface and the computer directly. Be sure to use a HUB
to connect the network interface to the network.

Note:
You can use both 10Base-T and 100Base-TX. (On some models, 1000Base-T is also supported.)
When you print a lot of data, we recommend you use a higher-speed with light network traffic.

3. Turn on your printer. After the status lights go off, print a network status sheet.

Caution:
n After turning off the printer, wait until the status lights go off before turning it back on;
otherwise the network interface may not work correctly.

HowTo 35



EPSON Network Guide

Note for Mac OS X 10.2.4 or later:

Since the printer supports Bonjour/Rendezvous and is on by default, you can use the printer on a
network just by connecting it to the network. If you want to disable the Bonjour/Rendezvous
setting, use the printer’s control panel. See “Setting an IP Address on the Printer’s Control Panel”
on page 124 or “Setting an IP Address on the Printer’s Control Panel (Large Format Inkjet
Printers)” on page 127 for details.

Now, you can configure the network interface to use on the TCP/IP network and also install the
printer driver.

If you are using Windows, see “Configuring the Network Interface (For Windows Users)” on page

36.

If you are using Macintosh, see “Configuring the Network Interface (For Macintosh Users)” on
page 39.

Configuring the Network Interface (For Windows Users)

Configure the network interface for use on the TCP/IP network and install the printer driver on
your computer.

1.

Insert the Software CD-ROM into the CD-ROM drive.

The Epson Install Navi screen opens automatically.

If the Epson Install Navi screen does not appear, double-click EPSETUP.EXE on the CD-ROM.
Make sure that all applications are closed, and then click the Easy Install icon.

The software license agreement screen appears. Select the Agree radio button and then click
the Next button.

Select the Ethernet Network connection radio button and then click the Next button.

Note:

If your printer is connected to your computer with a USB cable, select the USB wired connection
radio button. Then follow the on-screen instructions.

Select the Yes: First time setup radio button and then click the Next button.

Make sure your printer is connected to the network (a hub or router) and click the Next button.
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Note:

If the Windows Security Alert window appears, click the Unblock button; otherwise the printer is
not listed on the EpsonNet Easylnstall screen.

8. EpsonNet Easylnstall starts. Select the printer and then click the Next button.

# Fportiel Fasylmslall

2= EpsonNat
#= EasyInstall

Welcome to EpsoniNet EasyInstall! 1 @»-@)nm»-@n) »-
-

You can easily configure the Epson network devices using this wizard. Sclect a
network imterface you want to confizure, ald them click [Next]

If you want to configure more thas onee network itarface, seloct the tarzet network
mterfaces whiale helding down thee Ctel or Shaft ey, -

e &

LT

9. Select a method for specifying the IP address. If you select Automatic, DHCP becomes
available and assigns an IP address automatically. If you want to set the IP address manually,
select Manual and then enter the IP address, subnet mask, and default gateway. Click the Next

button.

# Epsantial Fasylmtall

== EpsonNat

=

EasyInstail

Setting the I Address @;n mnr@)n@rn
-

1. Select [Antomatic] to acquire an IF address nsing DHCP. If yvou wasd to set an

TP acdvess manoally, select [Manaeal] and thew enter its T adiress, Subaet mask.

annd Drefault gateway. We reconunend that you st tlee [P address manmally if tliere

s 0 DHCE server sapportaing Dysanme DINS, -

ekt Matherd s i [P fcdeer: Ertm P fckdess:
Chubernstis ) Mareaal

Eris Sube Wik
00000 00

Erte Dot Gitomay:
o e e e
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10. Confirm the settings you have made, and then click the Next button.

# Fpaontiel Faxylnsiall

= EpsonNat
== EasyInstail

Checking the seftinas @n- E.I...LEJ...@...
-

Send the settings to e network mterface. [t takies about 10 secomds to sl the
settings. Check the settings, and then click [Mext]

When tlee Password dialog box appears, enter the password of the network
mnterface i e clack [OR). IF the password has ot beein set. leave the texa bosg -

Method for ko g IF Addrese Maruad

P hdddee B N RO
Mk BN MO

Diotnit Gatrenay B0 NN

chack || mma: || Corcal

11. Select the printer with its IP address you have just set, and then click the Next button to install
the printer driver.

# Fpsantiel Easylnslall

:; Epsoniet
= EasyInstall

The commmication settings are completed @n) m-»@n- @-»
~

Cluck [Nest] to nstall ihe pranter dover,

MNote:

To quil Epeoniet Ewaylustall, chick [Cancel] -

12. Enter the printer name. If you want to print a test page, select the Print test page check box.
Click the Next button.

@, Epsoniet Easylnstall B

|
| ‘== Epsonnet EPSON |
= Easylnstall

-
Setting the printer name 500 [Boo
1. Enter the printer name in the text box

2. If you wank o print a best page, sclect [Print test page.].
3. Click [Next]

Entes Finkes Mame:
| ocaex

[] Prink te<t page.

<Back | Nem> | [ Cancel
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Note:

If the Windows Security Alert window appears, click the Unblock button.

13. Select the default printer, and then click the Next button.

® Epsonilet Easylnstall

3]

$= EpsonNet EPSON

E Easylnstall |

Select the Default Printer

3. Click [Next]

Select the Default Printer.
XNHRHK

1. Select which installed device (printers, Eaxes, and so on) to use as the defaul printer.
2 TFyou do not want to make any changes to the default printer, select [No Change]

(

<Back | Mew>

)

Cancel |

14. Click the Finish button, and then follow the on-screen instructions to complete the installation.

# Fpanrtinl Easyinslall

| #= EpsonNet

EasyInstall |

~

The printer driver nstallation is completed

Heckitirn [
S 10000000 Fetatyol

AL A

Now you can use the printer on the TCP/IP network.

LTI
100500 K00

Configuring the Network Interface (For Macintosh Users)

Configure the network interface for use on the TCP/IP network and install the printer driver on

your computer.

1. Insert the Software CD-ROM into the CD-ROM drive.

EPSON folder opens automatically.
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2. Double-click the Install Navi icon in the EPSON folder.
The Epson Install Navi screen opens.
3. Make sure that all applications are closed, and then click the Easy Install icon.

4. The software license agreement screen appears. Select the Agree radio button and then click
the Next button.

5. Select the Ethernet Network connection radio button and then click the Next button.
Note:
If your printer is connected to your computer with a USB cable, select the USB wired connection
radio button. Then follow the on-screen instructions.
6. Select the Yes: First time setup radio button and then click the Next button.
7. Make sure your printer is connected to the network (a hub or router) and click the Next button.
8. Enter the password in the Authenticate screen.
9. Click the Continue button in the software license agreement screen.
10. Click the Agree button to agree to the terms of the software license agreement.

11. Click the Install button to start installing the printer driver.

12. Click the Quit button to complete the printer driver installation.
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13. EpsonNet EasylInstall starts. Select the printer and then click the Next button.

800 EpsonNet Easylnstall
=== EpsonNet EPSON
= P: /]
Easylnsta B = 5
'
Welcome to EpsonNet Easylnstall! Al Zlovs Bloss
[ can iy corfigure the Enson network devices using this wizard.Sefect a network merfaceyau wart o configure, snd nen cick ()
[Next]

If a target netwark interface has factory default settings, it may take awhile until the network interface appears in the list. If the network
interface does not appear in the list, make sure that the device is turned on and the network connection is correct. Then click the Search
icon.

+ Sorting Method
[You can classify the devices in the list
Mane: Displays all of the devices on the network, 2

Sorting Method None B
m IMAC Address IW Address Printer Name

GBAL-03000¢ RGN - NONE —-

G — — Comar—y

14. Select a method for specifying the IP address. If you select Automatic, DHCP becomes
available and assigns an IP address automatically. If you want to set the IP address manually,
select Manual and then enter the IP address, subnet mask, and default gateway. Click the Next
button.

T T e . .1 o —”mm—
== EpsonNet EPSON
== EpsonNei
*~ EasyInstall & = AW)E
Setting the IP Address @Dbb

1 Select [Autamatic] to acquire an P address using DHCP If you want to set an IP address manually, select [Manual] and then enter its IP
address, Subnet mask, and Default gateway. e recommend that you set the IP address manually if there is no DHCP server supperting
Dynamic DN,

2 Click [Next]

Hote
o To g0 back to the previous dialog box, click [Back]
« To quit EpsonMet Easylnstall, click [Cancel]

Mode| Name: AL-CXXXX

Select Method for Acquiring IP Address: Enter IP Address

R I KRR
@ Auto ) Manual

Enter Subnet Mask
FOOL OO OO0
Enter Default Gateway’

OO RO R

( Cancel 3 € < Back P e e
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15. Check the settings you have made, and then click the Next button.

enn EpsonNet Easylnstall

ﬁ EpsonNet EPSON
D Easylnstall i

Checking the settings IEDDD

Send the settings to the network interface, it takes about 10 seconds 10 send the settings, Check the settings, and then click [Next]
[When the Passunrd dialog box appears, enter the password of the network interface and then click [OK]. If the password has nat been set,
leave the text box blank, and then click [OK]

Hote
o To g0 back to the previous dialog box, click [Back]
« To quit EpsonMet Easylnstall, click [Cancel]

lodel Name; AL-CXXXX

Method for Acquiring IP Address : Auta
1P Adlclress © XX000CINE X
Subret Mask | YR RNE XXX XO0C
Defauift Gateury R RHH 00

€ Cancel 3 € < Back ) E—Het—)

16. Click the Finish button, and then follow the on-screen instructions to complete the installation.

enn EpsonNet Easylnstall

E EpsonNet EPSON

D EasyInstall .

The ¢ ication settings are ¢ d IEDDD

[The communication settings are completed

lodel Name; AL-CHo000

Cancel < Back ( Finish ’
Then you need to setup the printer. Follow the steps below.
Setting Up the Printer

MacOS X 10.5

1. Open System Preferences.

2. Open Print & Fax.
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3.

4.

Click the + button to add a new printer.

Select the desired printer model that is connected with Bonjour.

Note:

If your printer is not displayed with the desired connection, click More Printers, select the
desired connection from the drop down list, and then select the printer model.

Click Add.

Now you can use the printer on the TCP/IP network.

Note:
If your product supports the scanning function, see the product’s User’s Guide to make the settings.

Mac OS X 10.4 or below

1. Open the Applications folder.

2. Open the Utilities folder.

3. Open Print Center (for Mac OS X 10.2 or below) or Printer Setup Utility (for Mac OS X 10.3
or later), and then click Add.

4. For Mac OS X 10.4, select the printer model that is connected with Bonjour.
For Mac OS X 10.2 or 10.3, select Rendezvous from the drop down list, and then select the
printer model from the list.
Note:

5.

For Mac OS X 10.4, if your printer is not displayed with the desired connection, click More
Printers, select the desired connection from the drop down list, and then select the printer model.

Click Add.

Now you can use the printer on the TCP/IP network.

Note:
If your product supports the scanning function, see the product’s User’s Guide to make the settings.
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Installing the Printer Driver

About Installing the Printer Driver

To print to the network printer, you need to install the printer driver on the computer. See the
section in this chapter appropriate for your operating system.

Windows Vista/Server 2008
The printer driver installation procedure differs depending on the printing method you prefer.

Epson recommends printing with EpsonNet Print. See “For Windows Vista/XP/Server 2008/
Server 2003/2000/NT 4.0 Users” on page 101.

LPR printing
Note:
If you are using EpsonNet Print, the setup procedure is different. See “About EpsonNet Print” on
page 100 for details.
1. Click Start, Control Panel, and then Printers.

2. Click Add a printer to start the Add Printer wizard.

3. Click Add a local printer.

[ ) = Add Printer
p=ry

Choose a local or network pr"wter

» Add a local printer
Use this option only if you don't have a USB printer. (Windows automatically
installs USB printers when you plug them in.]

* Add a network, wireless or Bluetooth printer
Make sure that your computer is connected to the network, or that your Bluetooth
or wireless printer is turned on.

Cancel
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4. Select the Create a new port radio button, and then select Standard TCP/IP Port from the

list. Then click Next.

5. Enter the IP address of the network interface and then click Next.

@ rm Add Printer
Choose a printer port
A printer portis a type of connection that allows your computer to exchange information with a
printer.
(@) Use an existing port: LPT1: {Printer Port)
@ Create a new port:
Type of part: Standard TCP/IP Part -

s

@ o Add Printer
Type a printer hostname or IP address
Device type: [Autudete:t =

Hastname or IF address:

Port name:

Query the printer and automatically select the driver to use

s
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6. Ifan error occurs, the following dialog box appears. Select the Standard radio button and then
select EPSON Network Printer. Click Next.

_—
@ = Add Printer
Additional Port Information Required

The device is not found on the network. Be sure that

1. The device is tumed on

2. The network is connected.

3. The device is properly corfigured.

4. The address on the previous page is comect.

If you think the address is not comect, click Back to retum to the previous page. Then comect

the address and perform another search on the network. If you are sure the address is comect,

select the device type below

Device Type
@ Standard R3O Network Printer =
Custom
Next Cancel

7. Click Finish .

8. See “Installing a printer driver” on page 47 to install the printer driver.
Internet printing

1. Click Start, Control Panel, and then Printers.

2. Click Add a printer to start the Add Printer wizard.

3. Click Add a network, wireless or Bluetooth printer.

4. Click The printer that | want isn't listed.

5. Select the Add a printer using a TCP/IP address or hostname radio button and then click
Next.

6. Enter the URL of the target device to the Hostname or IP address box using the format
below. The URL should be the same as the URL you set on EpsonNet Config’s IPP

configuration page.

http://IP address of network interface:631/Printer name
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Example: http://192.168.100.201:631/EPSON_IPP_Printer

@ = Add Printer

Type a printer hostname or IP address

Device type: |Autodetect h s

Hastname or IF address:

Port name:

W] Query the printer and sutomatically select the driver to use

Mext Cancel

Note:
To check the IP address of the network interface, use EpsonNet Config. See “About EpsonNet
Config” on page 90 for details.

Follow the on-screen instructions to set up the device. See “Installing a printer driver” on page
47 if necessary.

Installing a printer driver

1.

N

Insert the Software CD-ROM shipped with the device.

Close the EPSON Software Installation screen if it appears.

Click the Have Disk button. The Install From Disk dialog box appears.
Click Browse.

Select the CD-ROM drive for Drives, and double-click the WINVISTA_XP_2K folder or the
WINVISTA_XP64 folder depending on your operating system. Click Open.

Click OK in the Install From Disk dialog box.
Select the model name of the device, and then click Next.

Note:
If the Add Printer wizard prompts you to select either Keep existing driver or Replace existing
driver, be sure to select the Replace existing driver radio button.
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8. Click Finish and follow the on-screen instructions to complete the setup.

Using the NET USE command

If you are running Windows Vista/XP/Server 2008/Server 2003/2000/NT 4.0 and using NetBIOS
to connect to the device, we recommend that you use the NET USE command, as follows:

1. Click Start, click Control Panel, and then click View network status and tasks or
double-click Network and Sharing Center.

2. Click View Status, and then click the Properties button.

Note:
If the User Account Control screen appears, click the Continue button.

3. Check that Client for Microsoft Networks is installed. If it is not installed, click Install to
install it.

4. Run the command prompt and enter the following command.

NET USE printer port: \\NetBIOS name of network interface\Device name of network interface

Selecting the port
1. Click Start, click Control Panel, and then click Printers.

2. Right-click the printer icon and then select Properties.
3. Click the Ports tab and then select the port you have set with the NET USE command.

Encrypting print data (Secure IPP printing)

Internet printing (IPP) enables you to encrypt data to print.

Required settings

Configure the following settings using EpsonNet Config with Web Browser.
See “EpsonNet Config with Web Browser” on page 94 for details.

d Importing server certificate

(d Selecting server certificate
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[d Setting encryption strength

(d Setting printer port

Configuring the printer port

1. Select Connect to a printer on the Internet or on a home or office network: in the Internet
printing (IPP) wizard.

2. Enter the URL using the format below.

https://IP address of network interface:443/EPSON_IPP_Printer

Windows XP

For Windows XP, the printer driver installation procedure differs depending on the printing
method you prefer. Epson recommends printing with EpsonNet Print. See “For Windows Vista/XP/
Server 2008/Server 2003/2000/NT 4.0 Users” on page 101.

LPR printing
Note:
If you are using EpsonNet Print, the setup procedure is different. See “About EpsonNet Print” on
page 100 for details.

1. Click Start, click Control Panel, click Printers and Other Hardware, and then click
Printers and Faxes.

2. Under Printer Tasks, click Add a printer to start the Add Printer wizard, and then click Next.

3. Click Local printer attached to this computer, clear the Automatically detect and install
my Plug and Play printer check box, and then click Next.
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Note:
You must clear the Automatically detect and install my Plug and Play printer check box

because the printer is attached directly to the network, not to a Windows XP computer.

Add Printen Wizard

Local or Network Printer
The wizard needs to know which type of printer to set up.

Select the option that describes the printer pou want to uge:

[] Automnaticaly detect and install my Plug and Play printer

O A network printer, of a printer attached to another compter

O To zet up a netwark printer that iz not attached to a print server,

\.1) uze the ""Local printer'* option.

< Back “ Mest » ][ Cancel

4. Select the Create a new port radio button, and then select Standard TCP/IP Port from the
list. Then click Next.

Add Printen Wizard

Select a Printer Port
Computers communicate with printers through ports.

Select the part you want your printer to uge. I the port iz not listed, pou can create a
new port,

() Use the following part:

(&) Create a new port:
Type of port:

< Back H Mext > ][ Cancel
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5. Enter the IP address of the network interface and then click Next.

Add|Standand TCP/IP Printer Port Wizard

Enter the Printer Mame or IP address, and a port name for the desired device.

Printer Mame or IP Address: || |

Fort Name: | |

< Back “ Next » ][ Canicel

Add Port \L
For which device do vou want ta add a port? N
b

6. If an error occurs, the following dialog box appears. Select the Standard radio button and then
select EPSON Network Printer. Click Next.

7. Click Finish.

8. See “Installing a printer driver” on page 53 to install the printer driver.

Internet printing

Add|Standard TCP/IP Printer Port Wizand

The device is not found on the network. Be sure that:

The device is turned on.

The netwaork is connected.

The device is properly configured.

The address on the previous page is comect.

e LI )

If you think the addiess is not correct, click Back to retum to the previous page. Then comect
the address and perform anather search on the netwark. [f pou are sure the address is comrect,
zelect the device type below,

Device Type
(OY T eI |E P50 Network Printer
() Custom

< Back ” Mext » ][ Cancel

Additional Port Information Required @
The device could not be identified
b

1. Click Start, click Control Panel, click Printers and Other Hardware, and then click
Printers and Faxes.
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Under Printer Tasks, click Add a printer to start the Add Printer wizard, and then click Next.
Click A network printer, or a printer attached to another computer, and then click Next.
Select the Connect to a printer on the Internet or on a home or office network radio button.

Enter the URL of the target printer using the format below. The URL should be the same as the
URL you set on EpsonNet Config’s IPP configuration page.

http://IP address of printer:631/Printer name

Example: http://192.168.100.201:631/EPSON_IPP_Printer

Add|Printer Wizard

Specify a Printer
If pou don't know the name or address of the printer, vou can search for a printer
that meets your needs.

‘what printer da you want to connect ta?

O Browse for a printer
(O) Connect ta this printer [or to browse for a printer, select this option and click MNext)
M ame:
Example: Y\serversprinter
(%) Connect to a printer on the Internet or on a home or office network,
uRL: |l

Example: http://zerver/printers/myprinter?. printer

< Back “ Mest » ][ Cancel

Note:
To check the IP address of the network interface, use EpsonNet Config. See “About EpsonNet
Config” on page 90 for details.

Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
53 if necessary.

Microsoft Network Shared printing

1.

Click Start, click Control Panel, click Printers and Other Hardware, and then click
Printers and Faxes.

Under Printer Tasks, click Add a printer to start the Add Printer wizard, and then click Next.

Click A network printer, or a printer attached to another computer, and then click Next.
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Select the Browse for a printer radio button, and then click Next.

Enter the following in the Printer box or select the printer you want to use from the Shared
printers list box, and then click Next.

\\NetBIOS name of network interface\Device name of network interface

Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
53 if necessary.

Installing a printer driver

1.

Insert the Software CD-ROM shipped with the printer.

Close the Software Installation screen if it appears.

Click the Have Disk button. The Install From Disk dialog box appears.
Click Browse.

Select the CD-ROM drive for Drives, and double-click the WINVISTA_XP_2K or WINXP_2K
folder. Click Open.

Click OK in the Install From Disk dialog box.

Select the model name of the printer, and then click Next.

Note:

If the Add Printer wizard prompts you to select either Keep existing driver or Replace existing

driver, be sure to select the Replace existing driver radio button.

Click Finish and follow the on-screen instructions to complete the setup.

Using the NET USE command

If you are running Windows Vista/XP/Server 2008/Server 2003/2000/NT 4.0 and using NetBIOS
to connect to the device, we recommend that you use the NET USE command, as follows:

1.

2.

Click Start, click Control Panel, click Network and Internet Connections, and then select
Network Connections.

Under LAN or High-Speed Internet, click the Local Area Connection icon.
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Under Network Tasks, click Change settings of this connection.

Check that Client for Microsoft Networks is installed. If it is not installed, click Install to
install it.

Run the command prompt and enter the following command.

NET USE printer port: \\NetBIOS name of network interface\Device name of network interface

Selecting the port

1.

Click Start, click Control Panel, click Printers and Other Hardware, and then click
Printers and Faxes.

Right-click the printer icon and then select Properties.

Click the Ports tab and then select the port you have set with the NET USE command.

Encrypting print data (Secure IPP printing)

Internet printing (IPP) enables you to encrypt data to print.

Required settings

Configure the following settings using EpsonNet Config with Web Browser.
See “EpsonNet Config with Web Browser” on page 94 for details.

d Importing server certificate

[ Selecting server certificate

[ Setting encryption strength

(d Setting printer port

Configuring the printer port

1.

Select Connect to a printer on the Internet or on a home or office network: in the Internet
printing (IPP) wizard.

Enter the URL using the format below.

https://IP address of network interface:443/EPSON_IPP_Printer
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Windows Me/98

For Windows Me/98, the printer driver installation procedure differs depending on the printing
method you prefer. Epson recommends printing with EpsonNet Print. See “For Windows Me/
98/95 Users” on page 108.

LPR printing

Since Windows Me/98 does not support LPR, standard TCP/IP printing cannot be used. However,
you can print via TCP/IP using the EpsonNet Print utility included on the Software CD-ROM.
First, install EpsonNet Print. Then, install the printer driver. See “About EpsonNet Print” on page
100 for more details.

Internet printing (Windows Me)

Installing the IPP client

The IPP client must be installed on your computer. Follow the steps below to install it.
1. Insert the Windows Me CD-ROM.

2. Select the add-ons folder, and then select the IPP folder.

3. Double-click wpnpins.exe. Then follow the on-screen instructions.

4. Click OK to restart your computer.

Setting up the printer

Connect your computer to a printer through IPP.
1. Click Start, point to Settings, and then select Printers.
2. Double-click Add Printer, and then click Next.
3. Select the Network Printer radio button, and then click Next.
4. Type the URL of the printer, and then click Next.
http://IP address of network interface:631/printer name

Example: http://192.168.100.201:631/EPSON_IPP_Printer
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5.

Note:
To check the IP address of the network interface, use EpsonNet Config. See “About EpsonNet
Config” on page 90 for details.

See “Installing a printer driver” on page 56 to install the printer driver.

Microsoft Network Shared printing

1.

5.

6.

Click Start, point to Settings, and then select Printers.

Double-click Add Printer, and then click Next.

Select the Network Printer radio button, and then click Next.
\\NetBIOS name of network interface\Device name of network interface

Click Browse, and then select the network path from the list. If you cannot browse, enter the
following in the Network path or queue name box.

Add Printer Wizard

Type the network. path or the queus name of your printer.
If you don't know its name, click Browse to view available
network. printers.

MNetwork path or gueue name:

Browsze... |

Do pou print from k5-D05-based programs ?
i es
i+ Mo

< Back I Mest » I Cancel

The Add Printer wizard appears. Click Next.

Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
56 to install the printer driver.

Installing a printer driver

1.

2.

Insert the Software CD-ROM shipped with the printer.

Close the Software Installation screen if it appears.
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Click the Have Disk button. The Install From Disk dialog box appears.

Click Browse.

Select the CD-ROM drive for Drives, and then double-click the WIN9X folder. Click OK.

Click OK in the Install From Disk dialog box.

Select the model name of the printer, and then click Next.

Note:

If the Add Printer wizard prompts you to select either Keep existing driver or Replace existing

driver, be sure to select the Replace existing driver radio button.

Click Finish and follow the on-screen instructions to complete the setup.

Windows Server 2003

For Windows Server 2003, the printer driver installation procedure differs depending on the
printing method you prefer. Epson recommends printing with EpsonNet Print. See “For Windows
Vista/XP/Server 2008/Server 2003/2000/NT 4.0 Users” on page 101.

LPR printing

Note:
If you are using EpsonNet Print, the setup procedure is different. See “About EpsonNet Print” on
page 100 for details.

1.

Click Start, and then select Printers and Faxes.
Double-click the Add Printer icon to start the Add Printer wizard, and then click Next.

Click Local printer attached to this computer, clear the Automatically detect and install
my Plug and Play printer check box, and then click Next.
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Note:

You must clear the Automatically detect and install my Plug and Play printer check box

because the printer is attached directly to the network, not to a computer.

Add Printer Wizard

Local or Network Printer
The wizard needs to know which type of printer to zet up.

Select the option that describes the printer you want to uze:

& { ocal printer attached to this computer

[~ Automatically detect and install my Plug and Play prirter

A ngtwork printer, or a printer attached to another compuiter

L3 To zet up a network, printer that iz not attached to a print server,
\y uze the "Local printer’ option.

< Back I Mest » I Cancel |

Select the Create a new port radio button, and then select Standard TCP/IP Port from the

list. Click Next.

Add Printer Wizard

Select a Printer Port
Computers communicate with printers through ports,

Select the port you want your printer to uze. |F the port iz not listed, you can create a
new part.

 Use the following port: ILPT‘I: [Recommended Printer Port] j

Mote: Most computers uge the LPT1: port to communicate with a local printer.
The connectar for this port should look something like this:

& Create a new port:
Type of port:

Standard TCP/IP Part

For mare information about creating printer ports, see Printer Help.

< Back I Mest » I Cancel |

When Add Standard TCP/IP Printer Port Wizard dialog box appears, click Next.
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6. Enter the IP address of the network interface and then click Next.

Add Standard TCP/IP Printer Port Wizard

Add Port \L
For which device do you want to add a port? R
o

Enter the Printer Mame or [P address, and a port name for the desired device.

Frinter Mame or IP Address: |

Port Mame: |

< Back | Mest » | Cancel |

7. If an error occurs, the following dialog box appears. Select the Standard radio button and then
select EPSON Network Printer. Click Next.

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required &
The device could not be identified. =
o

The device is not found on the netwark. Be sure that:

1. The device iz tumed on.

2. The network is connected.

3. The device iz properly configured.

4. The address on the previous page iz comrect.

If you think the address is not comect, click Back to return ta the previous page. Then comrect
the address and perform another zearch on the network. IF you are sure the address iz comect,
zelect the device type below.

Device Type

work Printer

@ Standard  [IAREIRNRE

" Custom
< Back | Mest » | Cancel

8. Click Finish.

9. See “Installing a printer driver” on page 61 to install the printer driver.
Internet printing

1. Click Start, and then select Printers and Faxes.

2. Double-click the Add Printer icon to start the Add Printer wizard, and then click Next.
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3. Select A network printer, or a printer attached to another computer, and then click Next.
4. Selectthe Connectto a printer on the Internet or on a home or office network radio button.

5. Enter the URL of the target printer using the format below. The URL must be the same URL
you set on EpsonNet Config’s IPP configuration page.

http://IP address of printer:631/Printer name

Example: http://192.168.100.201:631/EPSON_IPP_Printer

Add Printer Wizard

Specify a Printer
If you don't know the name or address of the printer, you can search for a printer
that meets your needs.

‘what printer do you want to connect to?
" Browse for a printer

" Connect ta this printer [or to bravwse for a printer, select this option and click Mext):

Mame: |
Example: Yhzerver\printer

% Connect to a printer on the Intermet or on a home or office network:

URL: |

Example: hitp://zerver/printers/mypprinter/. printer

< Back | Mest » | Cancel

Note:
To check the IP address of the network interface, use EpsonNet Config. See “About EpsonNet
Config” on page 90 for details.

6. Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
61 if necessary.

Microsoft Network Shared printing
1. Click Start, and then select Printers and Faxes.
2. Double-click the Add Printer icon to start the Add Printer wizard, and then click Next.
3. Click A network printer, or a printer attached to another computer, and then click Next.

4. Select the Browse for a printer radio button, and then click Next.
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5.

6.

Enter the following in the Printer box or select the printer you want to use from the Shared
printers list box. Click Next.

\\NetBIOS name of network interface\Device name of network interface

Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
61 if necessary.

Installing a printer driver

1.

Insert the Software CD-ROM shipped with the printer.

Close the Software Installation screen if it appears.

Click the Have Disk button. The Install From Disk dialog box appears.
Click Browse.

Select the CD-ROM drive for Drives, and double-click the WINVISTA_XP_2K, WINXP_2K, or
WIN2000 folder. Click Open.

Click OK in the Install From Disk dialog box.

Select the model name of the printer, and then click Next.

Note:

If the Add Printer wizard prompts you to select either Keep existing driver or Replace existing

driver, be sure to select the Replace existing driver radio button.

Click Finish and then follow the on-screen instructions to complete the setup.

Using the NET USE command

If you are running Windows Vista/XP/Server 2008/Server 2003/2000/NT 4.0 and using NetBIOS
to connect to the device, we recommend that you use the NET USE command, as follows:

1.

Click Start, point to Control Panel, and then select Network Connections. Click Local
Area Connections.

Click the Properties button.

Check that Client for Microsoft Networks is installed. If necessary, click Install to install it.
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4. Run the command prompt and then enter the following command.
NET USE printer port: \\NetBIOS name of network interface\Device name of network interface

Selecting the port

1. Click Start, and then select Printers and Faxes.
2. Right-click the printer icon and then select Properties.

3. Click the Ports tab and then select the port you have set using the NET USE command.

Encrypting print data (Secure IPP printing)

Internet printing (IPP) enables you to encrypt data to print.

Required settings

Configure the following settings using EpsonNet Config with Web Browser.
See “EpsonNet Config with Web Browser” on page 94 for details.

d Importing server certificate
[ Selecting server certificate
d Setting encryption strength

(d Setting printer port

Configuring the printer port

1. Select Connect to a printer on the Internet or on a home or office network: in the Internet
printing (IPP) wizard.

2. Enter the URL using the format below.

https://IP address of network interface:443/EPSON_IPP_Printer

Windows 2000

For Windows 2000, the printer driver installation procedure differs depending on the printing
method you prefer. Epson recommends printing with EpsonNet Print. See “For Windows Vista/XP/
Server 2008/Server 2003/2000/NT 4.0 Users” on page 101.
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LPR printing

Note:

If you are using EpsonNet Print, the setup procedure is different. See “About EpsonNet Print” on
page 100 for details.

1. Click Start, point to Settings, and then select Printers.
2. Double-click Add Printer to start the Add Printer wizard, and then click Next.

3. Click Local printer, clear the Automatically detect and install my Plug and Play printer
check box, and then click Next.

Note:
You must clear the Automatically detect and install my Plug and Play printer check box
because the printer is attached directly to the network, not to a Windows 2000 computer.

Add Printer Wizard

Local or Network Printer
|z the printer attached to vour computer?

If the printer is directly attached to vour computer, click Local printer. I it is attached to
another computer, or directly ta the netwark, click Metwork printer.

atically detect and install my Plug and Play printer

" Metwork printer

< Back | Mest » | Cancel
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4. Select the Create a new port radio button, and then select Standard TCP/IP Port from the

5.

list. Then click Next.

Add Printer Wizard

Select the Printer Port
Computers communicate with printers through ports,
N

Select the port you want your printer to uze. |F the port iz not listed, you can create a
new part.

" Use the following part:

Fort Description Frinter -
LPT1: Frinter Port EPSON AL-Cxioo Advance...
LPT2: Frinter Port

LPT3: Frinter Port

COp1: Serial Port

COp2: Serial Port

kA3 Serial Part j

Mote: Most computers uge the LPT1: port to communicate with a local printer.
% Create a new port:
Type: dard TCP/IP Port

< Back | Mest » | Cancel |

Enter the IP address of the network interface and then click Next.

Add Standard TCP/IP Printer Port Wizard

Add Port
For which device do you want to add a port?

Enter the Printer Mame or [P address, and a port name for the desired device.

Frinter Mame or IP Address: |KKK-KKK-KHH.HHH

FPort Mame: |xxx.xxx.xxx.xxx

< Back | Mest » | Cancel
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6. Ifan error occurs, the following dialog box appears. Select the Standard radio button and then
select EPSON Network Printer. Click Next.

Add Standard TCP/IP Printer Port Wizard
Additional Port Information Required &
The device could not be identified. N
o

The device is not found on the netwark. Be sure that:

1. The device iz tummed on.

2. The network is connected.

3. The device iz properly configured.

4. The address on the previous page iz comrect.

If you think the address is not comect, click Back to return ta the previous page. Then comrect
the address and perfom another search on the network, |f you are sure the address is cormect,
zelect the device type below.

Device Type

(% Standard |[EEEKERECIYSTNE

" Custom
< Back | Mest » | Cancel

7. Click Finish.
8. See “Installing a printer driver” on page 66 to install the printer driver.
Internet printing
1. Click Start, point to Settings, and then select Printers.
2. Double-click Add Printer to start the Add Printer wizard, and then click Next.
3. Select the Network printer radio button and then click Next.
4. Select the Connect to a printer on the Internet or on your intranet radio button.

5. Enter the URL of the target printer using the format below. The URL should be the same as the
URL you set on EpsonNet Config’s IPP configuration page.

http://IP address of printer:631/Printer name
Example: http://192.168.100.201:631/EPSON_IPP_Printer
Note:

To check the IP address of the network interface, use EpsonNet Config. See “About EpsonNet
Config” on page 90 for details.
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6.

Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
66 if necessary.

Microsoft Network Shared printing

1.

Click Start, point to Settings, and then select Printers.

Double-click Add Printer to start the Add Printer wizard, and then click Next.

Select the Network printer radio button and then click Next.

Select the Type the printer name, or click Next to browse for a printer radio button.
Enter the following in the Name box or click Next to browse for a printer.

\\NetBIOS name of network interface\Device name of network interface

Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
66 if necessary.

Installing a printer driver

1.

Insert the Software CD-ROM shipped with the printer.

Close the Software Installation screen if it appears.

Click the Have Disk button. The Install From Disk dialog box appears.
Click Browse.

Select the CD-ROM drive for Drives, and double-click the WINVISTA_XP_2K, WINXP_2K, or
WIN2000 folder. Click Open.

Click OK in the Install From Disk dialog box.

Select the model name of the printer, and then click Next.

Note:

If the Add Printer wizard prompts you to select either Keep existing driver or Replace existing

driver, be sure to select the Replace existing driver radio button.

Click Finish and follow the on-screen instructions to complete the setup.
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Using the NET USE command

If you are running Windows Vista/XP/Server 2008/Server 2003/2000/NT 4.0 and using NetBIOS
to connect to the device, we recommend that you use the NET USE command, as follows:

1. Right-click the My Network Places icon and then select Properties.
2. Right-click the Local Area Connections icon and then select Properties.

3. Check that Client for Microsoft Networks is in the Components list. If it is not installed,
click Install to install it.

4. Run the command prompt and enter the following command.
NET USE printer port: \\NetBIOS name of network interface\Device name of network interface
Selecting the port
1. Click Start, point to Settings, and then select Printers.
2. Right-click the printer icon and then select Properties.
3. Click the Ports tab and then select the port you have set with the NET USE command.

Encrypting print data (Secure IPP printing)

Internet printing (IPP) enables you to encrypt data to print.

Required settings

Configure the following settings using EpsonNet Config with Web Browser.
See “EpsonNet Config with Web Browser” on page 94 for details.

d Importing server certificate
(d Selecting server certificate
(4 Setting encryption strength

(d Setting printer port
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Configuring the printer port

1. Select Connect to a printer on the Internet or on a home or office network: in the Internet
printing (IPP) wizard.

2. Enter the URL using the format below.

https://IP address of network interface:443/EPSON_IPP_Printer

Windows NT 4.0

For Windows NT 4.0, the printer driver installation procedure differs depending on the printing
method you prefer. Epson recommends printing with EpsonNet Print. See “For Windows Vista/XP/
Server 2008/Server 2003/2000/NT 4.0 Users” on page 101.

LPR printing
Note:
If you are using EpsonNet Print, the setup procedure is different. See “About EpsonNet Print” on
page 100 for details.
1. Click Start, point to Settings, and then select Printers.
2. Double-click the Add Printers icon.
3. Select the My Computer radio button, and then click Next.
4. Click Add Port in the Add Printer wizard dialog box.

5. Select LPR Port from the Available Printer Port list, and then click New Port.

Note:
You cannot use the Lexmark TCP/IP Network Port with this network interface.

6. Enter the IP address of the network interface in the first text box and the printer name in the
second text box. Click OK.

Add LPR compatible printer

Mame or address of server providing |pd: |xxx.xx.xxx.xxx 0K

. . Cancel
Mame of printer or print queue on that server. |

Ll

Help
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7.

8.

9.

In the Printer Ports dialog box, click Close.
In the Add Printer Wizard dialog box, click Next.

See “Installing a printer driver” on page 69 to install the printer driver.

Microsoft Network Shared printing

1.

Click Start, point to Settings, and then select Printers.
Double-click Add Printer.

Select the Network printer server radio button and then click Next. The Connect to Printer
dialog box appears.

Select the printer you want to configure from the Shared Printers list. If you cannot select the
printer, enter the following in the Printer box:

\\NetBIOS name of network interface\Device name of network interface
Click OK.

Follow the on-screen instructions to set up the printer. See “Installing a printer driver” on page
69 if necessary.

Installing a printer driver

1.

2.

Insert the Software CD-ROM shipped with the printer.

Close the Software Installation screen if it appears.

Click the Have Disk button. The Install From Disk dialog box appears.

Click Browse.

Select the CD-ROM drive for Drives, and then double-click the WINNT40 folder. Click Open.
Click OK in the Install From Disk dialog box.

Select the model name of the printer, and then click Next.
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Note:
[ Announce the share name to your clients so that they know the share name of the printer
they want to use.

1 If the Add Printer wizard prompts you to select either Keep existing driver or Replace
existing driver, be sure to select the Replace existing driver radio button.

8. Click Finish and follow the on-screen instructions to complete the setup.

Using the NET USE command

If you are running Windows Vista/XP/Server 2008/Server 2003/2000/NT 4.0 and using NetBIOS
to connect to the device, we recommend that you use the NET USE command, as follows:

1. Check that the following services are installed.

Right-click the Network Neighborhood icon on the desktop and select Properties. Click the
Services tab and check that Server or Workstation is listed.

2. Ifitis notinstalled, click Add.
3. Run the command prompt and enter the following command.

NET USE printer port: \\NetBIOS name of network interface\Device name of network interface

Selecting the port
1. Click Start, point to Settings, and then select Printers.

2. Right-click the printer icon and then select Properties.

3. Click the Ports tab and then select the port you have set with the NET USE command.

Macintosh

Follow the steps below to set a printer.

Note:
Make sure that the printer driver is installed on your Macintosh before following the steps below. See
the manual shipped with your printer for instruction on how to install the printer driver.
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MacOS X 10.5
Bonjour printing
1. Open System Preferences.
2. Open Print & Fax.
3. Click the + button to add a new printer.
4. Select the desired printer model that is connected with Bonjour.
5. Click Add.
TCP/IP printing
1. Open System Preferences.

Open Print & Fax.
Click the + button to add a new printer.
Select the desired printer model.

If the desired printer model does not appear in the list, click More Printers, select EPSON TCP/
IP from the drop down list, and then select the printer model.

Click Add.

Mac OS X 10.4 or below

Bonjour/Rendezvous printing

1.

Open the Applications folder.
Open the Utilities folder.

Open Print Center (for Mac OS X 10.2 or below) or Printer Setup Utility (for Mac OS X 10.3
or later), and then click Add.
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For Mac OS X 10.4, select the printer model that is connected with Bonjour.
For Mac OS X 10.2 or 10.3, select Rendezvous from the drop down list, and then select the
printer model from the list.

5. Click Add.
TCP/IP printing
1. Open the Applications folder.

Open the Utilities folder.

Open Print Center (for Mac OS X 10.2 or below) or Printer Setup Utility (for Mac OX 10.3
or later), and then click Add.

For Mac OS X 10.4, click More Printers, select EPSON TCP/IP from the drop down list, and
then select the printer model.

For Mac OS X 10.2 or 10.3, select EPSON TCP/IP from the drop down list, and then select the
printer model from the list.

5. Click Add.
AppleTalk printing
1. Open the Applications folder.

Open the Utilities folder.

Open Print Center (for Mac OS X 10.2 or below) or Printer Setup Utility (for Mac OS X 10.3
or later), and then click Add.

For Mac OS X 10.4, click More Printers, select EPSON Apple Talk from the drop down list,
select the zone from the drop down list, and then select the printer model.

For Mac OS X 10.2 or 10.3, select EPSON Apple Talk from the drop down list, select the zone
from the drop down list, and then select the printer model from the list.

Click Add.
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Settings for NetWare Users

Overview

If you are using a printer that supports NetWare queue-based printing, see “Configuring the
Network Interface” on page 73 for detailed information.

Note:
To find out whether your printer supports NetWare queue-based printing, see the User’s Guide.

Configuring the Network Interface

This section explains how to configure the network interface for NetWare. First, you need to set up
the printer in a NetWare environment, and then configure the network interface using EpsonNet
Config.

Introduction to NetWare settings

Supported systems

Server environment
NetWare 3.1/3.11/3.12/3.2 (Bindery)

NetWare 4.1/4.11/4.2 (NDS, Bindery emulation)
IntranetWare (NDS, Bindery emulation)

NetWare 5.0/5.1 (NDS, NDPS)

I SR SR S

NetWare 6.0 (NDS, NDPS)

Client environment

The client environment must be supported by NetWare. The clients are able to use the printer
driver mounted on the network interface.

The following Novell Client is supported.

(1 For Windows 98:
Novell Client 3.4 or later for Windows 98/95

HowTo 73



EPSON Network Guide

[ For Windows 2000/NT 4.0:
Novell Client 4.8 or later for Windows 2000/NT 4.0

(1 For Windows XP:
Novell Client 4.9 or later for Windows XP

About modes

You can choose either the Print Server, Remote Printer, or Standby mode. We recommend that
you use the Print Server mode unless the number of users exceeds the limit.

Features of these modes are described below.

Print Server mode (NDS/Bindery Print Server):

(d High-speed printing with direct printing

(1 Uses the NetWare user account

[ Can connect up to 8 file servers simultaneously
[ Can register up to 32 print queues

Remote Printer mode:

(d A NetWare user account is not required.
(d A print server is needed to control the remote printer.

(d Can attach up to 16 printers for NetWare 3.x, and up to 255 for NetWare 4.x or later.

Note:
When you turn on the printer, the user account is temporarily accessed in the Remote Printer mode.
If there is no user account available, turn on the printer before connecting the client to the network.

Standby mode (factory default mode):

The Standby mode is the default mode. This mode disables all NetWare related functions. Use the
Standby mode when you are not using the network interface in a NetWare environment.

Instructions for using NetWare

Printing a text file

When you print a text file using the NPRINT command of NetWare or DOS, redirection,
misconversion or a gap in characters may occur depending on the client environment.
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IPX routing protocol “NLSP”

It is possible to set the IPX routing protocol “NLSP” from NetWare 4.x or later; however, the
network interface does not support NLSP. RIP/SAP controls the communication.

You can select the routing protocol from a) NLSP with RIP/SAP Compatibility, or b) RIP/SAP
Only. If you remove the bind of RIP or SAP when NLSP with RIP/SAP Compatibility is specified,
the network interface then cannot communicate with the file server and NDS. (See “Protocols” and
“Bindings” in NetWare’s INETCFG utility.)

Bindery and NDS
(d You can check the bindery context path from the server console by using the SET BINDERY
CONTEXT command.

[ If the bindery context path has not been set, or if you want to use the printing environment of
another context from a non-NDS client, you need to specify the context for the bindery
context. Use the SET BINDERY CONTEXT command to set the context in the
AUTOEXEC.NCEF file.

J You cannot use the bindery print server mode with EpsonNet Config if you are running Novell
Client for Windows 95/98 version 3.00 or Novell Client for Windows NT version 4.50. To
configure the network interface for bindery mode, use Novell IntranetWare Client or
EpsonNet Config with Web Browser.

See your NetWare documentation for more information.

Time required to recognize the network interface

It takes up to two minutes for the NetWare server to recognize the network interface, after the
printer is turned on. During this start-up time, the status sheet does not show the correct information.

Frame type

The same frame type should be used for the NetWare server and IPX router on the same network.
If more than one frame type is used on the same network, bind all the frame types to the NetWare
servers and IPX routers.

For NetWare 5.x
The IPX protocol must be installed (bound) on the NetWare 5.x server.
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About modes
If the mode you have logged in is different from the mode you set for the network interface, a
message appears when you try to configure the network interface for NetWare. If you do not want
to change the current settings, click Cancel and log in again using the same mode set for the
network interface.

Using Bindery Print Server (NetWare 3.x/4.x)

This section contains instructions on using the network interface in the Print Server mode on
NetWare 3.x/4.x/IntranetWare with Bindery emulation.

Note:
The network interface in the Print Server mode of NetWare 3.x does not allow you to use the Print
Server status display control with PCONSOLE.

1. Turn on your printer.

2. From any NetWare client, log in to the target NetWare server with supervisor privileges. You
must log in with the bindery connection.

3. Configure the network interface using EpsonNet Config. See the EpsonNet Config User’s
Guide for details.

If NetWare objects are already created, you can also use EpsonNet Config with Web Browser.
See the EpsonNet Config with Web Browser help for details.

Using NDS Print Server (NetWare 4.x/5.x/6.0)

This section contains instructions for using the network interface in the Print Server mode on
NetWare 4.x, IntranetWare, NetWare 5.x, or NetWare 6.0 with NDS mode.

1. Turn on your printer.
2. From any NetWare client, log in to the target context of the NDS tree as an ADMIN.

3. Configure the network interface using EpsonNet Config. See the EpsonNet Config User’s
Guide for details.

If NetWare objects are already created, you can also use EpsonNet Config with Web Browser.
See the EpsonNet Config with Web Browser help for details.
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Using Remote Printer Mode (NetWare 3.x)

For NetWare 3.x users, follow the steps below to make the printer environment with PCONSOLE.

Creating print queues in a file server

1. From any NetWare client, log in to the network with supervisor privileges.

2. Run PCONSOLE. From the Available Options screen, select Print Queue Information and
press Enter.

Available Options

Change Current File Server
Print Queue Information

Print Server Information

3. Press the Insert key on your keyboard and enter the print queue name. Press Enter.

Note:
Since your clients need the print queue name you set here when they use the printer, announce
the print queue name to your clients.

4. From the Print Queue list, select the print queue name that you just entered and press Enter.
From the Print Queue Information list, select Queue Users and press Enter. Next, select
EVERYONE from the list. If EVERYONE is not in the list, press Insert and select EVERYONE
from the queue user list.

Creating a print server

1. From the Available Options screen, select Print Server Information and press Enter.

Availahle Options

Change Current File Server
Print Queue Information

Print Server Information

2. Press the Insert key on your keyboard and type the print server name. Press Enter. It is a good
idea to write down the print server name for later use.
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3. From the Print Server list, select the print server name that you just typed and press Enter.
From the Print Server Information list, select Print Server Configuration and press Enter.

Print Server Information

Change Password
Full MHame

Print Server ID
Print Server Operators
Print Server lUsers

4. Select Printer Configuration from the Print Server Configuration Menu and press Enter.

Print Server Configuration Menu

File Servers To Be Serviced

Motify List for Printer
Printer Configuration

Queunes Serviced by Printer

5. From the Configured Printers list, select Not Installed (port number = 0) and press Enter.

Cunf red Printers

ot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed
Mot Installed

mmqmmgwMHE

Mot Installed
Mot Installed
Mot Installed
Nut Installed
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6. From the Printer configuration screen, type the printer name. Highlight Type and press Enter.
Select Remote Parallel, LPT1 for Remote Printer mode.

Printer A configuration

Mame: Printer B
Tuype: Local Parallel, LPTI1

Use interrupts: Yes
IRQ:

g 5]
Queue service mode: Change forms as needed

Baud rate:

Note:
Be sure to select Remote Parallel, LPT1 for Remote Printer mode.

7. Press Esc; then press Enter to save your changes.

8. Press Esc.

9. Select Queues Serviced by Printer from the Print Server Configuration menu and press
Enter.

Print Server Configuration Menu

File Servers To Be Serviced

Motify List for Printer

Printer Configuration
Queues Serviced by Printer

10. Select the printer that you want to use from the Defined Printers list and press Enter.
11. Press the Insert key and assign a queue to the print server port from the Available Queues list.
12. Specity a priority level between 1 to 10. One is top priority.

13. Press Esc to exit PCONSOLE.

Configuring for NetWare using EpsonNet Config

1. Turn on your printer.
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2. Load the print server from the file server’s system console which the print queue volume is set.
>LOAD PSERVER print server name you set using PCONSOLE

3. Configure the network interface using EpsonNet Config. See the EpsonNet Config User’s
Guide for details.

If NetWare objects are already created, you can also use EpsonNet Config with Web Browser.
See the EpsonNet Config with Web Browser help for details.
Using Bindery Remote Printer Mode (NetWare 4.x)

Follow the steps below to make the printer environment on NetWare 4.x and IntranetWare with
Bindery emulation.

Note:
[ Assign Trusteeships for users if necessary.

d Be sure to use PCONSOLE to set the print queue and print server instead of using NWAdmin.

Creating objects
1. From any NetWare client, log in to the server as an ADMIN. Make sure to log in with Bindery
connection.
Note:

If the client using for this setting has been logged in with NDS mode, press F4 key while
PCONSOLE is starting to switch to the bindery mode.

2. Run PCONSOLE. From the Available Options screen, select Print Queues and press Enter.
Press Insert and type the print queue name. Press Enter.

Note:

Since your clients need the print queue name you set here when they use the printer, announce
the print queue name to your clients.

3. From the Print Queue list, select the print queue name that you just entered and press Enter.
From the Print Queue Information list, select Queue Users and press Enter. Next, select
EVERYONE from the list. If EVERYONE is not in the list, press Insert and select EVERYONE
from the queue user list.

4. From the Available Options screen, select Print Servers and press Enter. Press Insert and
type the print server name. Press Enter.
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5. Press Esc to exit PCONSOLE, and log out from the server.
6. Login to the server as an ADMIN. Be sure to log in with NDS connection.
7. Start NWAdmin.

8. To create the Printer Object, click the container specified as the Bindery context and select
Create from the Object menu, then Printer. Type the printer name and click Create.

9. To assign the print queue, double-click the Printer object icon (created in step 8). The Printer
dialog box appears.

10. Click Assignments and then click Add. From the print queue list, select the queue (created in
step 2) and click OK.

11. Click Configuration in the Printer dialog box, and select Parallel from the Printer type
pull-down menu.

12. Click Communication. The Parallel Communication dialog box appears.

13. Select LPT1 for Port; check Polled for Interrupts; and check Manual load (Remote from
Print Server) for Connection type, then click OK.

14. Click OK in the Printer dialog box.

15. To assign the printer, double-click the Print Server object icon (created in step 4). The Print
Server dialog box appears.

16. Click Assignments and then click Add. From the printer object list, select the printer object
(created in step 8) and click OK.

17. In the Print Server dialog box, select the assigned printer from the printer object list, and click
the Printer Number button to set the printer number from 0 to 15, then click OK.

18. To confirm the objects you have assigned, double-click the Print Server object icon. Click
Print Layout, and check that the print server, printer, and print queue are connected.

Configuring for NetWare using EpsonNet Config

1. Turn on your printer.

2. Load the print server from the file server’s system console which the print queue volume is set.
>LOAD PSERVER print server name you set using PCONSOLE
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3. Configure the network interface using EpsonNet Config. See the EpsonNet Config User’s
Guide for details.

If NetWare objects are already created, you can also use EpsonNet Config with Web Browser.
See the EpsonNet Config with Web Browser help for details.

Using NDS Remote Printer Mode (NetWare 4.x/5.x/6.0)

Follow the steps below to make the printer environment using NWAdmin under NetWare 4.x,
IntranetWare, NetWare 5.x, or NetWare 6.0 with NDS mode.

Creating objects
1. From any NetWare client, log in to the target context of the NDS tree as an ADMIN.

2. Run the Administrator tool (NWAdmin).
3. Create a printer:

Click the directory context icon, and select Create from the Object menu, then Printer. Type
the Printer name and click Create.

Create Printer

Printer hane:
[EFL-CE200

Lreate

Cancel

[~ Define additional properties
Help

dill

[ Create anather Printer

4. Create a print server:

Click the directory context icon, and select Create from the Object menu, then Print Server.
Type the Print Server name and click Create.

Create Print Server

Frint Server name:
|EPL-CA200-PS

LCreate

Cancel
[ Define additional properties

dd

Help

[~ Create another Frint Server

5. Create a print queue:
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Click the directory context icon, and select Create from the Object menu, then Print Queue.
Type the Print Queue name and select the Print Queue Volume, then click Create.

Double-click the print queue object, and register the user.

Note:

Since your clients need the print queue name you set here when they use the printer, announce

the print queue name to your clients.

Create Print Cueue

& Directory Service Queus
" Reference a bindemy queus

Frint Queue name:
|EPL-CAZ00-0

Print Queue Yolume:
|M.~’-‘«><NW41 1_5%'S. max EPEOWY

[ Define additional properties

[ Create another Print Queue

dd

LCreate
Cancel

Help

6. Double-click the Printer Object icon in the NetWare Administrator screen.

o EPEOW A,
%8 EVERYONE
-7 PRIFM W

&P
BEPL-C8200-PS
EEPL-C8200-0
"B ma

H MAKNWAT
MAXNWATT_SYS
F&EPL-C8200

& EPL-C3200-PS
FEEPL-CE200-0

L & Admin

all

i

Tree: EPECWA Admin.epkowa
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7.

In the Printer dialog box appears, click Assignments and then click Add.

B Printer : EPL-C

Agsignments

Frint server
EPL-C8200-PS.PRIFN'Y. epkowa

PFrint queues:
Queus Priarity
EPL-CE200-0.PRIFN'. epkowa 1

Kl B

Add. o |

Default print queue:
| EPL-C8200-0.PRIFNW. epkowa =]

| Cancel | Page Options... | Help |

Identification

Assignments

Canfiguration

Maotification

Features

See Also

From the print queue list, select the queue you created in step 5 and click OK.

Click Configuration, and select Other/Unknown for the Printer type list box and click OK.

B Printer : EP
Configuration

Identification j
FErinter type Clther/Lnknown
Banner type: Text - Azsignments IT

. 5
Service jnterval: ’_El g meien 7
Buffer zize in KB ’37@
Starting form: 0 Maotification IT
Network addiess restriction:
Features

| Set...
Service mode for forms: See Also IT
|Minimize form changes within print queues ﬂ

(n]: | Cancel | Page Options... | Help |
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10. Double-click the Print Server Object icon in the NetWare Administrator screen.

% Netiare Administrator

Object  Wiew Options Tools Window Help

e B =2la0%) wE| B [gE
S EPKOWA
28 EVERYONE
| o PRIFN\W

S EPL-C3200
2 EP|-( 0-F3
ZEPL-C8200-0
"8 ma
L MAXNwWATT
MAKNWATT_SY3
F&EPL-CE200
& EPL-C8200-PS
FEEPL-CE200-0 o

=& Admin ~
J il

Tree: EPKOWA Admin. epkowa

11. In the Print Server dialog box that appears, click Assignments and then click Add.

B Print Server : EPL-CE2

Agzighments
Identification j
Printers:
Prirter Murmber Assignments j
EPL-CB200.PRIFNW. epkawa o
Users ﬁ
Operator ﬁ
Auditing Log ﬁ
Print Layout [T
[« | ]|
add. | | |
Cancel Page Options.. ‘ Help |

12. From the printer object list, select the printer object you want to assign and click OK.

13. Go back to the screen in step 11, and click the Printer Number button to set the printer

number from 0 to 254.

Change Printer Mumber

Printer nurnber: IE_
Cancel
Help
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14. To confirm the objects you have assigned, double-click the Print Server object icon. Click
Print Layout, and check that the print server, printer, and print queue are connected.

Configuring for NetWare using EpsonNet Config

1. Turn on your printer.

2. Load the print server from the file server’s system console which the print queue volume is set.
>LOAD PSERVER print server name you set using NWAdmin

3. Configure the network interface using EpsonNet Config. See the EpsonNet Config User’s
Guide for details.

If you use the NetWare objects that are already created, you can use EpsonNet Config with
Web Browser too. See the EpsonNet Config with Web Browser help for details.

Instructions for using a dial-up network

This section explains about using a dial-up network.

Note:
The primary server described in this manual indicates a primary time server which offers time to the
workstations on the network.

Using a dial-up network in each mode

Print Server mode

You must use a dedicated dial-up line.
Since polling is performed on the file server in the print server mode, no vicarious response by the
router is possible. Therefore, no dial-up connection is possible in this case.

Remote Printer mode

In Remote Printer mode, use of a router with a vicarious response function allows the primary
server to be installed at the dial-up destination. However, an extra account might be generated
when the primary server is down. To avoid that, it is recommend to use connections via a
dedicated dial-up line.

Follow the instructions for using a dial-up line.
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When there is a primary server at the dial-up destination

For local networks with file servers:

i Primary file server
File Dial-up y

router (primary print server)
Dial-up

server

Printer

router

N N

Local network Remote network

« - . _—

When the power is turned on

A dial-up is generated because access is made to a local file server first and then to a primary
server. There is no problem since this dial-up only occurs at startup.

When the network interface is not correctly set

A dial-up is generated because access is made to a local file server first and then to a primary
server. This dial-up is repeated at intervals of approximately 5 minutes. Make the network
interface settings correctly to avoid this problem.

During normal operation (standby)

An SPX Watchdog packet is sent according to the NetWare protocol convention. Use a router
with a vicarious response function to avoid a dial-up.

During normal operation (printing)

A dial-up is generated while the printing data is being transferred. This is not a problem
because it is a dial-up specific to the dial-up network.

When the primary server is down during operation

A dial-up is generated because a connection to the primary server is attempted periodically.
Since this is attributable to the automatic re-connection function, turn off the printer once.

When the file server on the local network is down

When there is no file server on the local network, NetWare cannot be used on the local
network. In this case, the NetWare protocol for the network interface is also not available. No
dial-up is generated under this condition. When the file server on the local network is restored,
the network interface is also automatically restored.
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For local networks with no file server:

Dial-u Primary file server
P (primary print server)
router

Printer Dial-up
% router

Local network Remote network

N

Depending on the router settings, the NetWare protocol can be used without a file server on a
local network. This setup follows the same pattern as that described above.

When there is a primary server in the local network

Even if a primary server is installed on the local network, an unnecessary dial-up may be generated
depending on the configuration.

The following problems are common to both Print Server mode and Remote Printer mode.

p— File server
. . p (print server)
Primary file server router Dial-up
(prlmary% m%
Printer Local network Remote network

(d When the power is turned on

Since access is made only to the primary server, no dial-up is generated.

(d When the network interface is not correctly set

Since access is made only to the primary server, no dial-up is generated. However, if the file
server/print server of the remote network is erroneously set as the primary server, an
unnecessary dial-up might be generated. Correct the settings to avoid this problem.

(d During normal operation (standby/printing)

Since access is made only to the primary server, no dial-up is generated.

(d When the primary server is down during operation
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Connection to the primary server is periodically attempted, but no dial-up is generated.
However, if the router is set to pass SAP packets (Find Nearest Server), an unnecessary dial-up
might be generated. To avoid this, turn off the printer once, or do not allow the router to pass
SAP packets (Find Nearest Server).
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Chapter 3

Network Software

This chapter explains how to use the network software provided with your printer.

Note:
The software provided varies depending on your printer model.

EpsonNet Config for Windows

About EpsonNet Config

EpsonNet Config is a Windows-based configuration software for administrators to configure the
network interface for TCP/IP, NetWare, MS Network, AppleTalk, and SNMP.

Note:

a
a

4

Be sure to use EpsonNet Config included on the Software CD-ROM shipped with this product.

EpsonNet Config installed on Windows Vista does not support NetBEUI and IPX as a search
protocol.

EpsonNet Config installed on Windows XP/Server 2003/Server 2008 does not support NetBEUI
as a search protocol because officially the NetBEUI protocol is not supported on Windows XP/
Server 2003/Server 2008.

Note for users of printers supporting NetWare queue-based printing:

a

If you are using the printer in a dial-up environment without running NetWare, clear the Use
NetWare check box on the NetWare screen. If this check box is selected, the extra account may
be charged when you use the dial-up router.

When configuring the network interface for NetWare, use the IPX protocol and log in to the
NetWare server or the NDS context with supervisor privileges.

When you configure the network interface for NetWare 5.x, you must log in to the NetWare
server using an IPX connection. If you log in to the NetWare server using an IP connection, the
NetWare screen and the IPX trap setting of SNMP are not available.
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System Requirements

The following table lists the system requirements of EpsonNet Config.

Operating systems

Windows Vista

Windows XP Professional/Home Edition
Windows Me

Windows 98/98 Second Edition
Windows Server 2008

Windows Server 2003

Windows 2000 Server/Professional

Windows NT 4.0 Server/Workstation with Service Pack 5.0 or higher

Hard disk drive space

49 MB

Installing EpsonNet Config

Follow the steps below to install EpsonNet Config on your computer to configure the network
interface.

Note:
If you add or delete protocols or services from your operating system after installing EpsonNet Config,
EpsonNet Config may not work correctly. If this happens, uninstall EpsonNet Config and then install
it again.

1.

Make sure all the applications are closed, then insert the Software CD-ROM into the CD-ROM

drive.

The Epson Install Navi screen opens automatically.

If the Epson Install Navi screen does not appear, double-click EPSETUP.EXE on the CD-ROM.

Click the Software List icon.

Select EpsonNet Config and then click the Next button.

Follow the on-screen instructions to complete the installation.
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Note:
If the Windows Security Alert window appears after you start EpsonNet Config, click the
Unblock button; otherwise the devices are not listed on the screen of EpsonNet Config.

Accessing the EpsonNet Config User’s Guide

The EpsonNet Config User’s Guide contains detailed information on EpsonNet Config. Follow the
steps below to access the EpsonNet Config User’s Guide.

1. Click Start, point to Programs (for Windows Me, 98, 2000, and NT 4.0 users) or All
Programs (for Windows Vista, XP, and Server 2003 users), select EpsonNet, and then select
EpsonNet Config V2. Click EpsonNet Config to start it.

2. From the Help menu, select EpsonNet Config Help.

The EpsonNet Config User’s Guide appears. By clicking the links on the left side of the screen,
you can get information on using EpsonNet Config.

EpsonNet Config for Macintosh

About EpsonNet Config

EpsonNet Config for Macintosh is a Macintosh-based configuration software for administrators
that allows you to configure the network interface for TCP/IP and AppleTalk.

Note:
Be sure to use EpsonNet Config included on the Software CD-ROM shipped with this product.

System Requirements

The following table lists the system requirements of EpsonNet Config.

Operating systems Mac OS 10.2.x or higher
Models PowerPC Macintosh/Intel Macintosh
Hard disk drive space 45 MB
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Installing EpsonNet Config

Follow the steps below to install EpsonNet Config to configure the network interface.

1.

Make sure all the applications are closed, then insert the Software CD-ROM into the CD-ROM
drive.

EPSON folder opens automatically.

Double-click the Install Navi icon in the EPSON folder.
The Epson Install Navi screen opens.

Click the Software List icon.

Select EpsonNet Config and then click the Next button.

Follow the on-screen instructions to complete the installation.

Accessing the EpsonNet Config User’s Guide

The EpsonNet Config User’s Guide contains detailed information on EpsonNet Config. Follow the
steps below to access the EpsonNet Config User’s Guide.

1.

Double-click the Macintosh HD icon. In the Applications folder, double-click the EpsonNet
folder, and then double-click the EpsonNet Config folder. Finally, double-click the EpsonNet
Config icon.

From the Help menu, select EpsonNet Config Help.

The EpsonNet Config User’s Guide appears. By clicking the links on the left side of the screen,
you can get information on using EpsonNet Config.
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EpsonNet Config with Web Browser

About EpsonNet Config

EpsonNet Config with Web Browser is a Web-based utility designed to configure the printer for
use on a network.

By typing the IP address of the network interface for the URL in your browser, you can start
EpsonNet Config to allow you to configure the network interface for TCP/IP, NetWare, MS
Network, AppleTalk, IPP, and SNMP.

Supported Web browser

Windows:

(d Microsoft Internet Explorer version 5.0 or later
(d Netscape Navigator version 7.0 or later

[ Firefox version 2.0 or later

Mac OS X:

[ Netscape Navigator version 7.0 or later
(d Apple Safari version 1.2 or later

[ Firefox version 2.0 or later

About Web browser setting

When running EpsonNet Config with Web Browser, be sure not to use a proxy server to access the
Internet. If the Access the Internet using a proxy server check box is selected, you cannot use
EpsonNet Config with Web Browser. Use the following steps to clear the Access the Internet using
a proxy server check box.

1. Right-click the Internet Explorer icon on the desktop, and then select Properties.

2. Click the Connection tab.

3. Clear the Access the Internet using a proxy server check box.
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Configuring the Network Interface Using Web-Based EpsonNet Config

After you have assigned an IP address to the network interface using EpsonNet EasylInstall,
EpsonNet Config for Windows or Macintosh, or the arp/ping command, you can configure the
network interface using Web-based EpsonNet Config.

Note:

a
a
a

a

A Web browser must be installed on your computer.
TCP/IP must be correctly set for the computer and the network interface.

Do not run both EpsonNet Config for Windows or Macintosh and Web-based EpsonNet Config
at the same time.

Your browser may restrict some characters you can use. For details, see your browser or
operating system documentation.

Note for users of printers supporting NetWare queue-based printing:
If you are using the dial-up environment without running NetWare, select Disable on the NetWare
screen. If Enable is selected, the extra account may be charged when you are using the dial-up router.

Follow the steps below to change the IP address using EpsonNet Config.

1.

2.

Turn on your printer.
Run EpsonNet Config using one of the following ways.

(d Run EpsonNet Config for Windows or Macintosh. Select the printer you want to configure
from the list and then click Launch Browser.

[ Open your browser, and then type in the IP address of the network interface directly. Do
not run EpsonNet Config for Windows or Macintosh.

http://IP address of network interface/
Example: http://192.168.100.201/

Note:

To check the IP address of the network interface, use EpsonNet Config. See “About EpsonNet
Config” on page 90 for Windows users, or see “About EpsonNet Config” on page 92 for Macintosh
users for details.

Network Software 95



EPSON Network Guide

Note for users of printers supporting NetWare queue-based printing:
d From any NetWare client, log in to the target NetWare server or NDS context with supervisor
privileges.

[ You cannot create a print server, print queue, or printer with Web-based EpsonNet Config.
You must create these objects before using Web-based EpsonNet Config.

Click TCP/IP under Network on the Configuration menu to display the TCP/IP setting screen.

Note:
If you want to configure a protocol other than TCP/IP, configure the desired settings on
Configuration - Network screen.

Select a method for acquiring the IP address. When you select Auto, DHCP becomes available
and assigns an IP address automatically. If you want to set the IP address manually, select
Manual.

Note:
[  The network administrator must check any changes made to the IP address settings.

(d When Auto is selected, DHCP becomes available. To use the DHCP server, make sure it is
installed on your computer and correctly configured. See your operating system’s online help
for detailed instructions.

(d If Set Using Automatic Private IP Addressing (APIPA) is enabled, a private IP address is
automatically assigned to the network interface even when there are no DHCP servers on
your system or your network.

1 If the Dynamic DNS function is not supported, we recommend that you select Manual and
then enter an IP address. This is because if you select Auto, the IP address of the network
interface changes every time you turn on the printer so that you need to change the printer
port setting accordingly.

To assign an IP address manually, enter the IP address, the subnet mask, and the default
gateway. Be sure the IP address does not conflict with any other devices on the network.

Note:
If there is a server or a router functioning as a gateway, enter the IP address of the server or the
router for the gateway address. If there is no gateway, leave the default values there.
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10.

11.

12.

13.

14.

If you want to get a private address between 169.254.1.1 and 169.254.254.254 automatically
when an IP address cannot be obtained by the DHCP server, leave it at Enable for Set Using
Automatic Private IP Addressing (APIPA); otherwise, select Disable.

When setting an IP address using the ping command, select Enable for Set Using PING.
Select Disable when setting an IP address with EpsonNet Config; this prevents any unexpected
change of the IP address.

Select Enable for Acquire DNS Server Address Automatically if you want to acquire the
DNS server address using the DHCP server.

If you want to enter the DNS server address manually, select Disable and then enter the IP
address of the DNS server.

Select Enable for Acquire Host Name and Domain Name Automatically if you want to
acquire the host name and the domain name using the DHCP server.

If you want to specify manually, enter the host name and the domain name in the text boxes.

Select Enable for Register Network Interface Address to DNS Server if you want to
register the host name and domain name to the DNS server through the DHCP server that
supports Dynamic DNS.

If you want to register the host name and the domain name directly to the DNS server, select
Enable for Register Network Interface Address Directly to DNS Server.

Select Enable or Disable for Use Universal Plug and Play. Select Enable if you want to use
the Universal Plug and Play function on Windows Me or future operating systems.

Change the default Universal Plug and Play device name, if desired. This device name is used
for Windows that supports the Universal Plug and Play function.

Mac OS X only:

Select Enable or Disable for Use Bonjour. If you select Enable, enter the Bonjour Name and
the Bonjour Printer Name. If your network environment supports DHCP, you can use the
printer on the network just by enabling this setting.

Click Submit and then enter the password to update the settings.
Note:

If you have set the Administrator Name on the Administrator screen, enter the administrator
name for the user name.
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15. If the message “Configuration change is complete!” appears on your screen, the update is
complete. Do not exit the Web browser and do not send a job to the printer until this message
appears. Follow the on-screen instructions to reset the printer.

Note:
[ Since the new IP address becomes available after the printer is reset, you need to restart
EpsonNet Config by entering the new IP address.

(d  Only changes on the page where you press the Submit button take effect.

Opening Screen

Any user can access the following screen by typing the IP address of the network interface for the
URL in your browser.

Note:
The item appears only if your printer supports the function, and the name of the item may vary
depending on the model.

[ See the EpsonNet Config with Web Browser help for details about each item.

Index
Home Links to the opening screen.
Favorite Links to a Web site previously defined by the administrator.
Help Links to Help.
About Links to the copyright and version information for EpsonNet Config.
EPSON Logo Links to the Epson Web site (http://www.epson.com).
Menu
Information - Printer
Device Displays the printer device information.
Consumables Displays the consumables information.
Confirmation Confirms and executes the Information Sheet, Reserve Job, and Form Overlay.
Input Displays the paper type information.
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Print Displays the print information.
Emulation Displays the information for each type of emulation.
Interface Displays the printer interface information.

Information - Network

General Displays the network interface information.
NetWare Displays information about NetWare.

TCP/IP Displays information about TCP/IP.

AppleTalk Displays information about AppleTalk.

MS Network Displays information about Microsoft Network.
IPP Displays information about IPP.

SNMP Displays information about SNMP.

Access Control

Displays information about Access Control.

Timeout Displays information about Timeout.
Time Displays information about Time.
EDM Displays the EDM Agent information.

Configuration - Printer”

Input Change the input settings.

Print Change the print settings.

Emulation Change the emulation settings.
Interface Change the printer interface settings.

Configuration - Network

NetWare Configure the applicable settings for NetWare.
TCP/IP Configure the desired settings/method for TCP/IP.
AppleTalk Configure the desired settings for AppleTalk.

MS Network Configure the desired settings for Microsoft Network.
IPP Configure the desired settings for IPP.

SNMP Configure the desired settings for SNMP.
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Access Control Configure the desired settings for Access Control.
Timeout Configure the desired settings for Timeout.
Time Configure the desired settings for Time.

Configuration - Optional

Administrator Type the name of the administrator and a link to a favorite Web site.
Reset Resets the printer and returns to the default settings.
Password Set the password to protect settings.

* Large format inkjet printers do not support this function.

EpsonNet Print

About EpsonNet Print

EpsonNet Print is a utility program that provides peer to peer printing to Epson printers on the TCP/

IP network.

By using EpsonNet Print, you can find a printer located in the same segment or beyond a router.

You can select LPR standard printing, LPR enhanced printing, or High-speed printing.

System Requirements

The following table lists the system requirements of EpsonNet Print.

Operating systems

Windows Vista

Windows XP Home Edition/Professional (with Service Pack 1 or higher)
Windows Me, 98, 98 Second Edition

Windows 95 OSR2 (with Internet Explorer version 5.0 or higher)
Windows Server 2008

Windows Server 2003

Windows 2000 (with Service Pack 4 or higher)

Windows NT 4.0 (with Service Pack 6 or higher)

CPU

Pentium Il 400 MHz or better recommended
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Memory 64 MB or more
Hard disk space 20 MB or more
Display 800 x 600 screen resolution, 256 color or more

Installing EpsonNet Print

Follow the steps below to install EpsonNet Print. Be sure to install it on a computer connected to
the network.

Note:
If EpsonNet Direct Print (the older version of EpsonNet Print) is already installed on your computer,
you need to uninstall it before installing EpsonNet Print (the installation program will lead you

through uninstalling EpsonNet Direct Print 2).

1. Make sure all the applications are closed, then insert the Software CD-ROM into the CD-ROM
drive.

2. The Epson Install Navi screen opens automatically.
If the Epson Install Navi screen does not appear, double-click EPSETUP.EXE on the CD-ROM.
3. Click the Software List icon.
4. Select EpsonNet Print and then click the Next button.
5. Follow the on-screen instructions to complete the installation.

Your computer is now set up to print using LPR via EpsonNet Print. See the next section to set up
your printer.

For Windows Vista/XP/Server 2008/Server 2003/2000/NT 4.0 Users

Follow the steps below to add a port using the Add Printer Wizard.

d If you want to add a port for a printer with its IP address assigned automatically by the DHCP
server or router, see Adding a port for a printer assigned with a dynamic IP address.

(d If you want to add a port for a printer with its IP address assigned manually, see Adding a port
for a printer assigned with a static IP address.
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Note:
(1 Be sure that the computer is connected to the network and TCP/IP is correctly set.

(d Be sure that the target Epson printer driver is installed on the computer.

A valid IP address must be assigned to the printer.

Adding a port for a printer assigned with a dynamic IP address

1. For Windows Vista/Server 2008: Click Start, Control Panel, and then Printers. Click Add
a printer to start the Add Printer wizard.

For Windows XP/Server 2008: Click Start and then Printers and Faxes. Under Printer
Tasks, click Add a printer to start the Add Printer Wizard. Click Next.

For Windows Server 2003: Click Start and then Printers and Faxes. Double-click Add
Printer in the Printers folder to start the Add Printer Wizard. Click Next.

For Windows 2000: Click Start, point to Settings, and then select Printers. Double-click
Add Printer in the Printers folder to start the Add Printer Wizard. Click Next.

For Windows NT 4.0: Click Start, point to Settings, and then select Printers. Double-click
the Add Printers icon. Click Next.

2. For Windows Vista/Server 2008: Click Add a local printer. Select the Create a new port
radio button, and then select EpsonNet Print Port from the list. Click Next.

For Windows XP/Server 2003: Click Local printer attached to this computer, clear the
Automatically detect and install my Plug and Play printer check box, and then click
Next. Select the Create a new port radio button, and then select EpsonNet Print Port from
the list. Click Next.
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Note:

If the following screen appears, click the Unblock button, and then click the Search Again
button to search the printers.

= Windows Security Alert f'5__<|

) To help protect your computer, Windows Firewall has blocked
zome features of thiz program.

Do you want to keep blocking thiz program?

g! Mame: windows Explorer
- Publisher: Microgoft Corporation

Keep Blocking ] [ Unblack, ] [ Aszk Me Later

Windows Firewall has blocked this pragram from accepting connections from the
Internet ar a netwark. If you recognize the program ar trust the publisher, you can
unblack it When should | unblack a program?

For Windows 2000: Click Local printer, clear the Automatically detect and install my
Plug and Play printer check box, and then click Next. Select the Create a new port radio
button, and then select EpsonNet Print Port from the list. Click Next.

For Windows NT 4.0: Select the My Computer radio button, and then click Next. Click the
Add Port button in the Add Printer wizard dialog box. Select EpsonNet Print Port from the
Available Printer Port list, and then click the New Port button.

3. Select the target printer, and then click Next.

Add EpsonNet Print Port Wizard

‘ = EpsonNet
Print

For which printer do you want to add a port?

| Frinter Maodel Host Mame or IP Address
M anual Setting

M Settings | Search Again |

| Mest » | Cancel |
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Note:

[ If the target printer is not in the list, click the Search Again button to search the printers
using new parameters.

1 If you want to search printers in other segments, click the N/W Settings button. Select the
Specific Network Segments check box, and then enter the network address and subnet
mask of the network segment for the search. Then click the Add button. You can also specify
the time before declaring communication error.

Search Settings [5__<|

[~ Specific Netwaork Segments

Mebwork Address: Subnet Mask:

|
Metwark Address | Subnet Mazk |

Time Before Declaring Communication Erar: 6 sEC

Cancel |

4. Confirm the information about the printer’s port you want to configure, and then click Finish.

Add Epsoniet Print Port Wizand

‘ = EpsonNet
" Pprint

The following Epsont et Print port will be added.

Fort Type:
Paort Mame: ERODRNCAL L300
Frinter Model: ALCHO

Host Name or [P Address:
Protocal: Enhanced LPR

< Back | Finizh | Cancel
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Items

Explanations

Port Type

The following items are listed in the pull-down menu, and you can select the
port type you need.

IP Address(Auto): Configure the port automatically. If the IP address of the
printer is acquired automatically and the computer and the printer are in the
same segment, you can select this port type.

IP Address(Manual): Use the printer’s IP Address for the port name.

HostName (DNS): Use the printer’s host name registered in the DNS server for
the port name.

MS Network: Use the NetBIOS name registered in the printer for the port name.

The port Information

The following items are displayed:

- Port Name (If the port type is changed, the port name and the host name or IP
address are also changed.)

- Printer Model

- Host Name or IP Address

- Protocol

Finish button

Register the port information to the system and close the Add EpsonNet Print
Port Wizard.

Back button

Go back to the printer list window.

Cancel button

Close the Add EpsonNet Print Port Wizard.

You need to install the printer driver. See “Installing the Printer Driver” on page 108.

Adding a port for a printer assigned with a static IP address

1.

For Windows Vista/Server 2008: Click Start, Control Panel, and then Printers. Click Add

a printer to start the Add Printer wizard.

For Windows XP: Click Start and then Printers and Faxes. Under Printer Tasks, click Add
a printer to start the Add Printer Wizard. Click Next.

For Windows Server 2003: Click Start and then Printers and Faxes. Double-click Add
Printer in the Printers folder to start the Add Printer Wizard. Click Next.

For Windows 2000: Click Start, point to Settings, and then select Printers. Double-click
Add Printer in the Printers folder to start the Add Printer Wizard. Click Next.

For Windows NT 4.0: Click Start, point to Settings, and then select Printers. Double-click
the Add Printers icon. Click Next.
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2. For Windows Vista/Server 2008: Click Add a local printer. Select the Create a new port
radio button, and then select EpsonNet Print Port from the list. Click Next.

For Windows XP/Server 2003: Click Local printer attached to this computer, clear the
Automatically detect and install my Plug and Play printer check box, and then click
Next. Select the Create a new port radio button, and then select EpsonNet Print Port from
the list. Click Next.

For Windows 2000: Click Local printer, clear the Automatically detect and install my
Plug and Play printer check box, and then click Next. Select the Create a new port radio
button, and then select EpsonNet Print Port from the list. Click Next.

For Windows NT 4.0: Select the My Computer radio button, and then click Next. Click the
Add Port button in the Add Printer wizard dialog box. Select EpsonNet Print Port from the
Available Printer Port list, and then click the New Port button.

3. Select Manual Setting from the list, and then click Next.

Add EpsonMet Print Port Wizard

= EpsonNet
" Pprint

For which printer do you want to add a port?

Frinter Maodel Host Mame or IP Address

Manual 5etting
ALCRH H R R KRR,
ALCHR HG R R KR,

M Settings | Search Again |

| Mest » | Cancel |
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4. Enter the printer’s name and the port name is automatically entered to the Port Name edit box.
Then click Next.

Add Epsoniet Print Port Wizand

‘ = EpsonNet
"~ Print

Enter the printer's hast name or [P address.

| M0 XA SRR KK

Fort Mame:

[ 304 30X SR X

< Back | Mest > | Cancel |

5. Confirm the information about the printer’s port you want to configure, and then click Finish.

Add Epsoniet Print Port Wizard

‘ = EpsonNet

“~  Print
The follawing E pzantet Print port will be added
Port Mame: RERFPRRRR IR
Host Mame or IP Address: R O o W,
Protocol: Enhanced LPR
< Back Canecel
Items Explanations
The port Information The following items are displayed:
- Port Name
- Host Name or IP Address
- Protocol
Finish button Register the port information to the system and close the Add EpsonNet Print
Port Wizard.
Back button Go back to the printer list window.
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Items

Explanations

Cancel button

Close the Add EpsonNet Print Port Wizard.

Installing the Printer Driver

You need to install the printer driver. See “Installing the Printer Driver” on page 108.

Install the printer driver that comes with your printer.

1.

2.

8.

Insert the Software CD-ROM shipped with the printer.

Close the EPSON Installation Program screen if it appears.

Click the Have Disk button. The Install From Disk dialog box appears.

Click Browse.

Select the CD-ROM drive for Drives, and double-click the appropriate folder for your

operating system. Click OK.

Click OK in the Install From Disk dialog box.

Select the model name of the printer, and then click Next.

Note:

If the Add Printer wizard asks you to select either Keep existing driver or Replace existing
driver, be sure to select the Replace existing driver radio button. Click Next.

Click Finish and follow the on-screen instructions to complete the setup.

The printer is now ready for peer-to-peer printing. To configure the printer port, see “Configuring

the Printer Port” on page 113.

For Windows Me/98/95 Users

Follow the steps below to add a port using the Add Printer Wizard.

(d If you want to add a port for the printer with its IP address assigned automatically from the
DHCEP server or router, see Adding a port for a printer assigned with a dynamic IP address.
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(d If you want to add a port for the printer with its IP address assigned manually, see Adding a
port for a printer assigned with a static IP address.

Note:
(d Be sure that the computer is connected to the network and TCP/IP is correctly set.

(d Be sure that the target Epson printer driver is installed on the computer.

A valid IP address must be assigned to the printer.

Adding a port for a printer assigned with a dynamic IP address

Install the printer driver before adding a port for the printer. See the manual shipped with your
printer for instructions on how to install the printer driver.

1. Click Start, point to Settings, and then select Printers.

N

Right-click the target printer icon, and then select Properties.

3. Click the Details tab, and then click the Add Port button. Select the Other radio button, and
then select EpsonNet Print Port. Click OK.

4. Select the target printer, and then click Next.

Add Epsonhlet Print Port Wizand

=== EpsonNet
E Print

Far which printer do you want to add a port?

| Frinter odel Host Mame or [P Addiess
tanual Setting

LD P R R

N Settings ‘ Search Again |

| Mest » Cancel |

Note:
(d If the target printer is not in the list, click the Search Again button to search the printers
using new parameters.
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1 If you want to search printers in other segments, click the N/W Settings button. Select the
Specific Network Segments check box, and then enter the network address and subnet

mask of the network segment for the search. Then click the Add button. You can also specify
the time before declaring communication error.

Search Settings _|

[ Specific Network Segments

Metwork Address: Subnet Mask:

|
Network Address | Subnet Mask |

Time Before Declaring Communication Error: & 80

Cancel |

5. Confirm the information about the printer’s port you want to configure, and then click Finish.

Add EpsonNet Print Port Wizard

‘ s> EpsonNet
"~ Pprint

The following Epsontet Print port will be added.

Port Type:
Part Mame: EPMOOO0ial -l
Frinter Model: AL-CHOCs

Host Mame or IP Address:
Pratacal: Enhanced LPR

< Back | Finizh | Cancel
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Items Explanations

Port Type The following items are listed in the pull-down menu, and you can select the
port type you need.

IP Address(Auto): Configure the port automatically. If the IP address of the
printer is acquired automatically and the computer and the printer are in the
same segment, you can select this port type.

IP Address(Manual): Use the printer’s IP Address for the port name.

HostName (DNS): Use the printer’s host name registered in the DNS server for
the port name.

MS Network: Use the NetBIOS name registered in the printer for the port name.

The port Information The following items are displayed:

- Port Name (If the port type is changed, the port name and the host name or IP
address are also changed.)

- Printer Model

- Host Name or IP Address

- Protocol

Finish button Register the port information to the system and close the Add EpsonNet Print
Port Wizard.

Back button Go back to the printer list window.

Cancel button Close the Add EpsonNet Print Port Wizard.

The printer is now ready for peer-to-peer printing. To configure the printer port, see “Configuring
the Printer Port” on page 113.

Adding a port for a printer assigned with a static IP address

Install the printer driver before adding a port for the printer. See the manual shipped with your
printer for instructions on how to install the printer driver.

1. Click Start, point to Settings, and then select Printers.
2. Right-click the target printer icon, and then select Properties.

3. Click the Details tab, and then click the Add Port button. Select the Other radio button, and
then select EpsonNet Print Port. Click OK.
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4. Select Manual Setting from the list, and then click Next.

Add EpsonMet Print Port Wizard

‘ = EpsonNet
"~ print

For which printer do you want to add a port?

Frinter Maodel Host Mame or IP Address

Manual Setting
ALCRH H R R KRR,
ALCHR HG R R KR,

M Settings | Search Again |

| Mest » | Cancel |

5. Enter the printer’s name and the port name is automatically entered to the Port Name edit box.
Then click Next.

Add EpsonNet Print Port Wizard
s2= EpsonNet

‘ " Print

Enter the printer's host name or |P address.

| SRR K SR KR

Part Mame:

| R KR BRI KK

< Back | Mest » | Cancel
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6. Confirm the information about the printer’s port you want to configure, and then click Finish.

Add EpsoniNet Print Port Wizard

gg EpsonNet

Print

The following Epsontet Print port will be added.

Part Mame: predeaisiesy
Host Mame or IP Address: pedredeepiee
Pratacal: Enhanced LPR

< Back Cancel

Items

Explanations

The port Information

The following items are displayed:

- Port Name
- Host Name or IP Address
- Protocol

Finish button

Register the port information to the system and close the Add EpsonNet Print
Port Wizard.

Back button

Go back to the printer list window.

Cancel button

Close the Add EpsonNet Print Port Wizard.

Configuring the Printer Port

Follow the steps below to configure the printer port. The printing speed differs depending on your

selection.

1.

For Windows Vista/Server 2008:
Click Start, Control Panel, and then Printers.

For Windows XP/Server 2003:
Click Start and then Printers and Faxes.

For Windows Me/98/95/2000/NT 4.0:
Click Start, point to Settings, and then select Printers.
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Right-click the target printer, and then click Properties.

For Windows Vista/XP/Server 2008/Server 2003/2000/NT 4.0:
Click the Ports tab, and then click the Configure Port button.

For Windows Me/98/95:
Click the Details tab, and then click the Port Settings button.

Make the appropriate settings for the desired port.

Configure EpsonNet Print Port - 3O SO0 300 3004 AL -CXHKKK

s== EpsonNet EPSON |
= Print e R e

f* LPR Printing

— Z
— B EP r,
@ipnnt Request kel Print EPSOM Enhanced LFD 3
- Frotocal
@ Dia not zpoal

I Confim file size

Queue Name: |ENF'Q Leue

™ High-5peed Frinting (Rt

= E Nei %
S Bl EP >3
% Print Request Print EPSOM High-Speed Printing =
> [Rw) Port
@ D'a not spoal

g Cancel

LPR enhanced printing:

Select the LPR Printing radio button, and then specify the queue name (up to 32 characters).
LPR enhanced printing sends a print job to the target network printer without spooling all of
the print data. LPR enhanced printing is faster than LPR standard printing.

LPR standard printing:
Select the Confirm file size check box, and then specify the queue name (up to 32 characters).
Print data is spooled by the computer before being sent to the target network printer.

Note:
When the print data size is 20 MB or more, we recommend that you use LPR enhanced printing.

High-speed printing:

Select the High-Speed Printing (RAW) radio button. The Epson high-speed printing port
sends a print job to the target network printer without spooling all of the print data.
High-Speed printing is faster than the other two printing methods.
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5. Click OK.

If you select the High-Speed Printing (RAW) radio button and if the printer does not support
High-Speed printing, or if you fail to connect to the printer, an error message appears. Follow
the message to remedy the problem.
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Chapter 4
Troubleshooting

General Problems

Cannot configure the network interface or cannot print from the network.

Cause What to do
The printer settings or network settings First, check to see if you can print a status sheet, as described in
may be wrong. “Printing a Network Status Sheet” on page 121. If you can print a

status sheet, check the network settings; otherwise, set the interface
mode of the printer’s control panel to Auto or Option.

Cannot print even if you have assigned the IP address to the computer and
the printer.

Cause What to do

You have assigned an IP address to the Assign the printer’s IP address so that it belongs to the same
computer manually, but you assigned the segment of the computer. Use EpsonNet Config and the printer’s
IP address to the printer by Automatic control panel.

Private IP Addressing (APIPA).

Unable to start EpsonNet Config.

Cause What to do
You have added or deleted protocols after Uninstall EpsonNet Config and then reinstall it. See “Uninstalling
installing EpsonNet Config. Software” on page 130 and “Installing EpsonNet Config” on page 91.
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The message “EpsonNet Config cannot be used because no network is
installed.” appears when you start EpsonNet Config.

Cause

What to do

Both TCP/IP and IPX/SPX are not installed
on the computer.

Install the TCP/IP or IPX/SPX protocol.

TCP/IP is installed on the computer, but its
IP address is not set correctly.

Set a correct IP address for the computer.

The message “Could not complete communicating configuration data”
appears when you send settings to the network interface.

Cause

What to do

This may happen when using a dial-up
router.

Run Command Prompt from the computer on which EpsonNet
Config is installed, and then enter the following command:

Format: >SROUTE_ADD_the IP address of the network interface_ the
IP address of the computer (the under bar represents one space)

Example: >ROUTE ADD 192.168.192.168 22.33.44.55.

Unable to start EpsonNet Config with Web Browser.

Cause

What to do

You have not set the IP address for the
network interface.

Set the IP address for the network interface using EpsonNet Config
for Windows or Macintosh, the printer’s control panel. You can check
the IP address on a status sheet. See the EpsonNet Config User’s Guide.
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The Model Name and IP Address do not appear in the EpsonNet Config
dialog box.

Cause What to do

If the valid IP address is not set, the items Set a valid IP address.

indicated in the dialog box mentioned . .
9 Refresh the status by selecting Refresh from the View menu.

above may not appear.

Increase the length of time before a timeout. To do this, select

Options from the Tool menu, and then select Timeout. Note that

doing so can cause EpsonNet Config to run more slowly.

An extra account is generated when using the dial-up network.

Cause What to do

NetWare is set to Enable even though you Set NetWare to Disable on the NetWare screen of EpsonNet Config
are not using NetWare. with Web Browser.

How to acquire an IP address.
To acquire your IP address, you need to apply to the NIC (Network Information Center) in your country.

Problems Specific to Your Network Environment

Windows Me/98 environment

A dial-up connection dialog box appears when printing with TCP/IP via EpsonNet Print.

Cause What to do

You have selected a phone line or modem Printing ends normally after you cancel this dialog box, but the

(for Internet Explorer 4.0x) for the Internet message appears every time you print. Connect to the Internet using
connection. a local area network or start a dial-up network manually.
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A communication error message appears when you start printing or when you open the
printer’s properties.

Cause What to do

When you print with NetBEUI or IPP, EPSON | Open the printer’s properties and then click the Optional Settings
Status Monitor cannot be used. tab. Select the Update the Printer Option Information manually
radio button. Open the printer’s properties, click the Optional
Settings tab, and then click the Notice Settings button. Clear the
Monitor the Printing Status check box.

Windows 2000/NT environment

A dial-up connection dialog box appears when printing with TCP/IP via EpsonNet Print.

Cause What to do

You have selected a phone line or modem Printing ends normally after you cancel this dialog box, but the

(for Internet Explorer 4.0x) for the Internet message appears every time you print. Connect to the Internet using
connection. a local area network or start a dial-up network manually.

A communication error message appears when you start printing or when you open the
printer’s properties.

Cause What to do

When you print with NetBEUI or IPP, EPSON | Open the printer’s properties and then click the Optional Settings
Status Monitor cannot be used. tab. Select the Update the Printer Option Information manually
radio button. Open the printer’s properties, click the Optional
Settings tab, and then click the Notice Settings button. Clear the
Monitor the Printing Status check box.

No clients except an administrator can print via Windows NT Server 4.0.

Cause What to do

CREATOR OWNER has been deleted from Add CREATOR OWNER by clicking the Add button in the Printer
the Printer Permissions list, or CREATOR Permissions dialog box, or sst CREATOR OWNER to Manage
OWNER is set to Print or No Access. Documents (default setting).
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Macintosh environment

Printers do not appear in Chooser.

Cause What to do

You may have selected a wrong one for Make sure to select Ethernet in AppleTalk Control Panel, and make
“Connect via” in the AppleTalk Control sure AppleTalk s active in Chooser. Also, check the network

Panel. equipment including the hub cable.

The Bonjour/Rendezvous printer setting is overwritten by the AppleTalk printer setting.

Cause What to do
The same printer is set up with AppleTalk Change the AppleTalk printer name so that it does not conflict with
after the printer is set up with Bonjour/ the Bonjour/Rendezvous printer name.
Rendezvous.
NetWare environment

For users of printers supporting NetWare queue-based printing

Nothing prints even though clients have sent data to the printer.

Cause What to do

Clients may not be registered, or the Make sure clients are registered as users of the print queue and the
network interface may not be logged in to print server. Also, make sure the network interface is logged in to the
the NetWare server. NetWare server.

EpsonNet Config will not start correctly.

Cause What to do
Microsoft NetWare Directory Service is If you are using the NDS service, install the Novell NetWare Client
installed on your computer. service.
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It takes a long time to start EpsonNet Config.

Cause

What to do

The Novell Client service is installed.

Double-click Network in Control Panel, and then double-click the

network adapter that does not use the IPX/SPX-compatible protocol.

Clear the items related to IPX to unbind IPX.

The printers on the IPX network do not appear in the EpsonNet Config dialog box.

Cause

What to do

The printer is turned off.

Turn on the printer.

The printer is not in the same segment as
the computer where you installed
EpsonNet Config.

To search for network interfaces in other segments, use Search
options of EpsonNet Config.

You have not logged in to the target
NetWare server with supervisor privileges.

From the computer on which EpsonNet Config is installed, log in to
the target NetWare server with supervisor privileges.

Cannot monitor the printer using EPSON Status Monitor.

Cause

What to do

You set the NDS Print Server settings for
the printer using EpsonNet Config for
Windows.

Re-configure the printer assigned as the print server using NetWare
Administrator.

For users of printers not supporting NetWare queue-based printing

Nothing prints even though clients have sent data to the printer.

Cause

What to do

Clients may not be registered, or the
network interface may not be working
correctly.

Make sure clients are registered as users of the NetWare server. Also,
make sure the network interface is working correctly.

Printing a Network Status Sheet

Before you start configuring the network interface, be sure to print a network status sheet that
contains important information such as the current configuration and the MAC address of the

network interface.
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To print a network status sheet, follow the steps below.

Note:
You cannot print a status sheet using the steps below if your printer does not have an LCD panel. See
the User’s Guide on how to print the status sheet.

1. Press the Enter button on the printer’s control panel once to enter the SelecType mode. The
LCD panel displays It

2. Press the Enter button.

3. Press the Down button until } :+ appears on the LCD panel.

4. Finally, press the Enter button to print a network status sheet.

Note:
[ You cannot print a status sheet in the following cases: the printer has started printing, it is offline,
or it is not ready to print.

[ See the User’s Guide for more information on the printer’s control panel.

Printing a Network Status Sheet (Large Format Inkjet Printers)

Before you start configuring the network interface, be sure to print a network status sheet that
contains important information such as the current configuration and the MAC address of the
network interface.

To print a network status sheet, follow the steps below.

Note:
You cannot print a status sheet using the steps below if your printer does not have an LCD panel. See
the User’s Guide on how to print the status sheet.

1. Press the Right button on the printer’s control panel once to enter the [zt mode.

{T appears. Then press the Enter button.

3. Press the Down button until 4
the Enter button.

appears on the LCD panel. Then press

4. Finally, press the Enter button to print a network status sheet.
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Note:
[ You cannot print a status sheet in the following cases: the printer has started printing, it is offline,
or it is not ready to print.

[ See the User’s Guide for more information on the printer’s control panel.

Initializing Your Printer

To initialize your printer, turn on the printer while pressing the Cancel Job button on the
printer’s control panel.

Note:
Some printer models do not support this function.

Caution:

n Note that all changes made to the printer and network settings are cleared when you initialize
the printer using this method. Therefore, do not initialize your printer except in the case you
forget the EpsonNet Config password.

Reformatting the Hard Disk Drive
To reformat the Hard Disk Drive, follow the instructions below.

Note:
Some printer models do not support this function.

1. Make sure the printer is turned off.
2. Hold down the Down button while you turn on the printer.

3. When you see the message
support menu.

Note:
1 After reformatting the Hard Disk Drive, the printer will automatically reboot.

d When you want to erase only the fonts installed from the Adobe PostScript 3 (PS3), follow steps 1
through 3 above. Select PS3 HDD Init when the Adobe PostScript 3 ROM is installed.

(d When installing a Hard Disk Drive from a different printer, reformat it with this function.
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Chapter 5
Tips for Administrator

Setting an IP Address on the Printer’s Control Panel
After connecting the printer to the network, you need to set the IP address for the network interface.

To set the IP address, subnet mask, and default gateway from the control panel, follow the steps
below.

Note:
If you are using a printer model that does not have an LCD panel, you cannot use the steps below.

1. Turn on your printer.

2. Press the Enter button on the printer’s control panel once to enter the SelecType mode. The
LCD panel displays I y

3. Press the Up or Down button until H Marud appears. Then press the Enter button.

4. Check that Hz

= [Ir1 appears.
Ift: BOIAF = OFF appears 1nstead press the Enter button and then the Up or Down

button to change to EOICF i. Then press the Enter button, turn off the printer for
more than five seconds, and turn it back on.

5. Press the Up or Down button until &zt IF f
button and then the Up or Down button to change to et Ii

appears Press the Enter
the Enter button. You can use the following methods to get an IP address

&1. Then press

(d Choose Farizl when setting the IP address, subnet mask, and default gateway using the
printer’s control panel.

(1 Choose it when getting the IP address from a DHCP server. The IP address is
automat1cally obtained from the DHCP server whenever the printer is reset or turned on.

d Choose FItiE when setting the IP address using the arp/ping command. The network
interface uses the IP address set by the arp/ping command. The settings become available
when the printer is reset or turned off and then back on.

Tips for Administrator 124



EPSON Network Guide

Note:

(d To use Auto, a DHCP server must be correctly configured on the network. See the online help
of your operating system for detailed instructions.

(d Choose PING only when setting the IP address using the arp/ping command.

6. Press the Up or Down button until 1

7. Press the Up or Down button until the desired value appears. Then press the Enter button to
set the value.

Note:

w3, appears. Press the Enter button.

Repeat steps 7 and 8 to set the IP address, subnet mask, and default gateway.

8. Press the Start button to exit the control panel menus.
9. Turn off your printer and then turn it back on. Be sure to wait until the initialization is complete.

Print a network status sheet to confirm the new IP address.

Note:

[ You must first set the IP address before using EpsonNet Config with Web Browser.

[ See the User’s Guide for more information about settings on the printer’s control panel.

Network Menu

These items are used to make network settings on the printer’s control panel.

Item

Settings

Network I/F

On, Off

Get IPAddress

Panel, Auto, PING

IP 0.0.0.1 to 255.255.255.254
SM 0.0.0.0 to 255.255.255.255
GW 0.0.0.0 to 255.255.255.255
NetWare On, Off
AppleTalk On, Off
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Item Settings
MS Network On, Off
WSD On, Off
LLTD On, Off
Bonjour On, Off
Link Speed Auto, 100 Full, 100 Half, 10 Full, 10 Half
Buffer Size Normal, Maximum, Minimum
Note:

1 To activate the Network Menu settings, you must turn off the printer for more than five seconds
and then turn it back on. Or, you can perform a Reset All operation, as explained in “Reset
Menu” in the User’s Guide.

[ Resetting the printer erases all print jobs. Make sure the Ready light is not flashing when you
reset the printer.

AUX Menu

This menu allows you to control the optional interface settings from the printer’s control panel.

Note:
The AUX Menu appears only when an optional interface is installed.

Item Settings

AUXI/F On, Off

Get IPAddress* Panel, Auto, PING

IP* 0.0.0.0 to 255.255.255.254
Sm* 0.0.0.0 to 255.255.255.255
GW* 0.0.0.0 to 255.255.255.255
NetWare* On, Off

AppleTalk* On, Off

MS Network* On, Off

Bonjour* On, Off

Tips for Administrator

126



EPSON Network Guide

Item Settings
AUX Init*
Buffer Size* Normal, Maximum, Minimum

* Available only when iir: is selected as the AUX I/F setting.

AUX I/F

Allows you to activate or deactivate the AUX interface when an optional interface card is installed.

Buffer Size

Determines the amount of memory to be used for rece1v1ng data and printing data. If!
selected, more memory is allocated for receiving data. If i

i is selected, more memory is

allocated for printing data.

Note:

a

To activate Buffer Size settings, you must turn off the printer for more than five seconds then
turn it back on. Or, you can perform a Reset All operation, as explained in “Reset Menu” in the
User’s Guide.

Resetting the printer erases all print jobs. Make sure the Ready light is not flashing when you
reset the printer.

Setting an IP Address on the Printer’s Control Panel (Large Format
Inkjet Printers)

After connecting the printer to the network, you need to set the IP address for the network interface.

To set the IP address, subnet mask, and default gateway from the control panel, follow the steps

below.

1. Turn on your printer.

2. Press the Right button on the printer’s control panel once to display !

3. Press the Down button until | i appears. Then press the Right button.
4. Select! i, then press the Right button.
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10.

11.

12.

13.

14.

Select E -, then press the Enter button to enable the network settings menu.

-y

Press the Left button to display the F menu.

Press the Down button to select !

i 3, then press the Right button. You can
use the following methods to get an IP address.

(d Choose it when getting the IP address from a DHCP server. The IP address is
automatically obtained from the DHCP server whenever the printer is reset or turned on.

(d ChooseFarizl when setting the IP address, subnet mask, and default gateway using the
printer’s control panel.

Note:
[ To use Auto, a DHCP server must be correctly configured on the network. See the online help
of your operating system for detailed instructions.

[ Choose PING only when setting the IP address using the arp/ping command.

then press the Enter button. Press the Left button to return to the

Selec
menu.

Press the Down button to select I or 5, then press the Right button.

Press the Up or Down button on the !
press the Right button.

% screen until the desired value appears. Then

Press the Up or Down button on the
Then press the Enter button.

. screen until the desired value appears.

Press the Up or Down button on the i screen until the desired value
appears. Then press the Enter button to set the values.

Press the Left button twice to exit the control panel menus.

Turn off your printer and then turn it back on. Be sure to wait until the initialization is complete.

Print a network status sheet to confirm the new IP address.

Note:

a
a

You must first set the IP address before using EpsonNet Config with Web Browser.

See the User’s Guide for more information about settings on the printer’s control panel.
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Network Setup Menu

These items are used to make network settings on the printer’s control panel.

Note:
The available settings vary depending on your printer model.

Item Settings

NETWORK SETUP Disable, Enable

IP ADDRESS SETTING* | Auto, Panel, PING

IP* 0.0.0.0 to 255.255.255.254
Sm* 0.0.0.0 to 255.255.255.255
GW* 0.0.0.0 to 255.255.255.255
AppleTalk* On, Off

MS Network* On, Off

Bonjour* On, Off

INIT NETWORK EXECUTE

SETTING*

s 1a is selected fort

Instructions on Using a Dial-Up Router
This section describes instructions on using a dial-up router.

If DHCP is used to assign an IP address of the printer and the Dynamic DNS function is not
supported, you need to change the printer port setting every time you turn on the printer.
Therefore, we recommend that you set a valid IP address for the network interface by using the
one of the following methods.

(d Set the IP address for the network interface manually. Use EpsonNet Config. See the EpsonNet
Config User’s Guide for details.

(d Specify the network interface by using the bind of DHCP function.

[d Set the exclusive address of the DHCP function.
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Note:
(d  Use NetBEUI printing if you do not want to go through these steps.

[ See the manual of the Dial-Up router for more information on scorp range, bind, exclusive
address of the DHCP function.

Function of Universal Plug and Play

When you connect your printer to the network, the printer is automatically assigned with an IP
address, and the printer’s icon appears in the My Network Places folder. By double-clicking the
printer’s icon, you can access EpsonNet Config with Web Browser for basic information about the
printer, such as manufacturer, model name, location, and administrator’s name.

Right-click the printer’s icon in the My Network Places folder and select Properties. You can
check the brief information of the network interface.

To use this function, the Universal Plug and Play must be installed on Windows Me or future
operating systems. For information on how to install Universal Plug and Play, see the Windows
Me online help.

Note:

Before using the Universal Plug and Play function, you must enable the Universal Plug and Play
function in EpsonNet Config. See the EpsonNet Config User’s Guide or “Configuring the Network
Interface Using Web-Based EpsonNet Config” on page 95.

Uninstalling Software

Follow the steps below to uninstall the network software.

Windows Vista/Server 2008

1. Click Start, click Control Panel, and then click Uninstall a program (Windows Vista) or
Programs and Features (Windows Server 2008).

2. Select the utility you want to uninstall, and then click the Uninstall/Change button (Windows
Vista) or the Uninstall button (Windows Server 2008).

3. Follow the on-screen instructions to complete uninstallation.
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Windows Me/98/95/2000/NT 4.0

1.

Click Start, point to Settings, and then select Control Panel.
Double-click the Add/Remove Programs icon.

Select the utility you want to uninstall, and then click the Add/Remove button (Windows Me/
98/95/NT 4.0) or the Change/Remove button (Windows 2000).

Follow the on-screen instructions to complete uninstallation.

Windows XP/Server 2003

1. Click Start, click Control Panel, and then click Add or Remove Programs.
2. Click the Change or Remove Programs icon.
3. Select the utility you want to uninstall, and then click the Change/Remove button.
4. Follow the on-screen instructions to complete uninstallation.
Macintosh
1. Double-click the EpsonNet Config Installer icon.
2. Click the Continue button.
3. In the License dialog box, read the License Agreement, and then click the Accept button.
4. Select Uninstall from the pull down menu.
5. Click the Uninstall button.
6. Follow the on-screen instructions to complete uninstallation.
Note:

You can also uninstall the software by dragging the target folder to the Trash.
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